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INTELLIGENT LIGHTING

In - house Electrical & Mechanical Design Led drivers conform to EU

standards Thermal Analysis of all heat sinks



A

WORLD-CLASS EQUIPMENTS ELECTRONICS

FUJI PICK & PLACE MACHINE

Fully automatic & programmable

Can place 25,000 SMD components per hour with placement
accuracy of +6 micron

Hygienic & dust-free environment

LEDs untouched by hand



INTELLIGENT LIGHTING

SPECTRUM ANALYZER & LCR METER

Spectrum analyzer

Can check electromagnetic radiations from 9 KHZ to 30 GHz LCR
Monitors inductance capacitance (ESR), resistance upto 200KHz
Digital Oscilloscopes

4 channel - checks total harmonic distortion (THD)

Power Analyzer

VAW THD, Phase angle



Spectrum Analyzer & LCR Meter

Spectrum analyzer -checking of electromagnetic radiations from 9KHZ to 30GHz frequency
LCR - checking of inductance capacitance (ESR), resistance upto 200KHz frequency
Digital Oscilloscopes 4 channel - checking of total harmonic distortion (THD)

Power Analyzer — VAW THD, Phase angle
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WORLD-CLASS E QUIPMENTS MECHANICAL
CNC LATHES

Fully programmable machine with an accuracy of 25 micron

Useful for Turning, Knurling, Threading, Grooving, Boring, Drilling






Automatic Meter Mix & Dispense Machine

Automatically measures the ratio of resin & hardner

Static mixer mixture for homogenous mix

Dispensing speed is variable to handle small dots dispensing to continuous timing



INTELLIGENT LIGHTING

AutomaticLazer Cutting Machine CNC Controlled
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Ingress Protection Chamber




INTELLIGENT LIGHTING




Lighting Design

GONIOPHOTOMETER

(PHOTOMETRIC LABORATORY)
Goniophotometer + Spectrometer + Integrating Sphere

Creates photometric libraries in IES format with CRI, Lumens, Candela
All REIZ luminaires are checked & optimized for photometry &

efficiency at the design stage
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Certificate of Registration

QUALITY MANAGEMENT SYSTEM - IS0 9001:2015

This is to certify that: Reiz Eleciroconirels Pvt Ltd
Plot Mo. 321, Sector 7
Phase II, IMT
Manesar Gurgaon 122 050
Haryana
India

Holds Certificate No: FM 679060

and operates a Quality Management System which complies with the reguirements of ISO 9001:2015 for the
following scope:

The Design, Manufacture and Supply of Electronic Control Gear and Energy Efficient

Lumimaries.
IH?
S/
4
#
= 0
For and on behalf of BSI: ’
Chns Cheung, Head of Compliance & Risk - Asia Pacific
Original Registration Date: 2017-07-23 Effective Date: 2017-07-23
Latest Revision Date; 2018-03-19 Expiry Date: 2020-07-22
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INDOOR

An intelligent range of lighting solutions
for indoor use. Simple, trendy yet utility
based, these luminaires are designed
on a minimalistic perspective and come
in classic cone, cylinder and sphere
shapes. Unobtrusive and restrained,
they blend in subtly with the decor to
create an inviting mood.



RECESSED
DOWNLIGHTS

Comimring  style and funchtionabity, these
downlights are created for optimum  hight
Pirrow. and efhiciency,  Avaitable ina range ol
diffused and spot glows, there 1= one Lo sui
gachoal your need. Thay are easy o install and
can be cuslomisad with finish, oplics and LED
coloroptions

Lunia Maxx




INTELLIGENT LIGHTING

Invisio

cev@ 5% gﬁ IP-20]

+ Recessed fixed capsule light ideal for ceiling and
forinstallation in furniture

« Construction in machined aluminium
« Highreflectance UV polyester powder coating

« Extruded aluminium for better heat sink of LED

Recessed Downlights

05000000201 =m0 200

i 2W 188Im
34
! LedColor [Optiés Finish

i C 6000K HW2° W White
25 35 N 4000K 24° B Black
§on W 3000K BB° S Silver

Fixture holding system using SS-304 fastening
clip

Strain relief cable clamp with quick connect LED
harness

Ceiling thickness 3 to 30mm

Wire for mains supply cable 2cx1.5mm?

Indoor

- Reiz Electronic LED driver constant current

remote. THD < 10%, PF>0.95,Flicker<10%

e LED CRI>85 consistence to 3macadam ellipse

« Optional Dimmable control via,1 to 10V, phase

control and bluetooth,

n—

MINERVA, HYDERABAD




INTELLIGENT LIGHTING

Gola Micro

CEW® | =] |-,
0076Kg| | @33

+ Recessed fixed low profile diffused down light
for cabinet lights

« Construction in CNC machined aluminium
frame

« High efficiency PMMA diffuser
« High reflectance UV polyester powder coating

- Fixture holding system using stainless Steel
-304 fastening clip.

SAHARA MALL MUMBAI

Recessed Downlights Indoor | =/

21800000201 000 300

2W 220Im

Led Color Finish

C 6000K W White
N 4000K B Black
W 3000K S Silver

Strain relief cable clamp with quick connect LED
harness

Extruded aluminium for better heatsink of LED
Ceiling thickness 5 to 30mm

Wire for mains supply cable up to 2cx1.5
mm?.

Reiz Electronic LED driver constant current
remote, THD<10%, PF>0.95, Flicker<10%

105° 7 |1

e LED CRI >85 consistence to 3macadam ellipse

+ Optional Dimmable control via,1 to 10V, phase
control and bluetooth,

- Cut Off Angle : 20°




REIz Recessed Downlights Indoor | =i

INTELLIGENT LIGHTING

Cavern

21000000201 000 200
-32- 2W 190 Im 6000K
i
56
Led Color Finish AT N
] C 6000K W  White -3 -15 0 15 30
N 4000K B Black

! W 3000K S Silver

n
-

w

—-

QAN ==

+ Recessed fixed LED downlighter for hotels &  ® Strain relief cable clamp with quick connect . Reiz Electronic LED driver constant current
retail in cabinet LED harness remote, THD<10%, PF>0.95, Flicker<10%
o LED CRI>85consistence to 3macadam ellipse

. Construction in extruded CNC machined « Extruded aluminium for better heatsink of LED

aluminium - Optional Dimmable control via, 1 to 10V, phase
+ Ceiling thickness 3 to 30mm control and bluetooth
« High reflectance UV polyester powder coating « Cut off Angle: 30°

+ Wire for mains supply cable 2cx1.5mm?
- Fixture holding system using SS-304 fastening
TRIclip

FARM HOUSE DELHI




REIZ Recessed Downlights Indoor

INTELLIGENT LIGHTING

Shower )
05700000801 mm1 300 25°-90 N 90
8W 875Im -75 75
-60 60
' - 74 ~- -45 3880 45
i -30 -15 0 15 30
103
0 ' 05700000204 mm1 300
. 12W 1310Im
4I‘} 85
1

05700000207 mm1 300
15W 1640Im

Led Color [Opti€s Finish
C 6000K H2° W White
i N 4000K 24° B Black

CEW D IP-34] W 3000K BB° S Silver
0.4Kg| [ @72

Low glare fixed downlight for wet locations with + Fixture holding system using SS5-304 fastening ~ « Reiz Electronic LED driver constant current
tempered safety glass wings integrated, THD<10%, PF>0.95,Flicker<10%
« Extruded aluminium for better heatsink of LED

« Construction in die-cast aluminium and pressed LED CRI>85 consistence to 3macadam ellipse

steel frame + Ceiling thickness 3 to 30mm
« Optional Dimmable control via,1 to 10V, phase
« High reflectance UV polyester powder coating + Strain relief cable clamp with quick connect LED control and bluetooth
harness

« Two parts mounting for easy installation and

Cut Off Angle : 25°
maintenance - Wire for mains supply cable 2cx1.5mm? 9




INTELLIGENT LIGHTING

Ghost

P-20

Recessed fixed down lighting flat trim round
aperture for a deep recessed glare free light

Construction in die-cast aluminium flat trim
High reflectance UV polyester powder coating

Two parts mounting for easy installation and
maintenance

12905300801 mm1 200
8W 875Im

Recessed Downlights Indoor |10
25° -90 ) 90
-715 75
-60 60
-45 3880 45

12905300204 mm1 200
12W 1310Im

15W 1650Im

Led Color [Opties Finish

C 6000K m2° W White
N 4000K 24° B Black
W 3000K BB° S Silver

Fixture holding system using stainless steel-304
fastening wings

Extruded aluminium for better heatsink of LED
Ceiling thickness 3 to 30mm

Strain relief cable clamp with quick connect LED
harness

Wire for mains supply cable 2Cx1.5mm?

12905300207W  251mmW 200

-30 -15 0 15 30

Reiz Electronic LED driver constant current
integrated, THD<10%, PF>0.95, Flicker<10%

LED CRI>80consistence to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth

Cut Off Angle : 40°

| | 2
| | i
\ RADISSON MAHIPALPUR ™.
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INTELLIGENT LIGHTING

Lunia Micro

CEV|O} M=

+30

Low glare deep recessed directional down light
Construction in die-cast aluminium
High reflectance UV polyester powder coating

Fixture holding system using stainless steel-304
fastening springs

BLUE RESTAURANT, MINERVA

/ 22919508W00

mm1 200
76 8W 945Im

22919512W00 mm1 200

12W 1320Im

LedColor [@pfics Finish

C 6000K B6° W White
N 4000K B Black
W' 3000K S Silver

Extruded aluminium for better heatsink of LED
Ceiling thickness 3 to 30mm

Strain relief cable clamp with quick connect LED
harness

Wire for mains supply cable 2cx1.5mm?

Recessed Downlights

Indoor |

Reiz Electronic LED driver constant current
integrated, THD <10%, Flicker<10%, PF>0.95

LED CRI>85consistence to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetoot




TR Recessed Downlights Indoor |[47)

Lunia Mini 85

25° -90 B |
05400000801 mm0 200
[ 8W 960Im

-45

205400001201 =m0 200
12W 1440Im

@) }

LedColor I@pfics Finish

C 6000K B6° W White
N 4000K B Black
W' 3000K S Silver

Qi m]r

+ Recessed down light in double recessed reflector for fixed - Extruded aluminium for better heatsink of LED

+30

Reiz Electronic LED driver constant current

.

beam of low glare comfort integrated, THD <10%, Flicker<10%, PF>0.95
+ Ceiling thickness 12 to 30mm
« Construction in die-cast aluminum frame e LED CRI>85consistence to 3macadam
« Strain relief cable clamp with terminal block. ellipse

. Powder coated with high U.V. & corrosion resistance - Wirefor mains supply cable 2cx1.5mm?
« Optional Dimmable control via,1 to 10V,
phase control and bluetoot

[ ————
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REIZ Recessed Downlights Indoor

INTELLIGENT LIGHTING

Lunia Mini Deep

05505300800 361 200
g 8W 945Im

055053012WR 251 200
12W 1410Ilm

055053015WRW  251W 200

it

z 15W 1762Im
! 055053020WR3 251W 200
20W 2340Im

Led Color [Optiés Finish

C 6000K Mm2° W White
N 4000K 24° B Black
W 3000K BB6° S Silver

IP-20]

%

+ Low glare deep recessed fixed down light + Ceiling thickness 3 to 30mm o LED CRI>85 consistence to 3macadam ellipse
« Construction in die-cast aluminium frame - Strain relief cable clamp with quick connect LED ~ + Optional Dimmable control via,1 to 10V, phase
harness control and bluetooth

+ High reflectance UV polyester powder coating
- Wire for mains supply cable 2cx1.5mm? + Cutoffangle:40°
« Fixture holding system using stainless steel-304
fastening wing - Reiz Electronic LED driver constant current
integrated, THD & Flicker<10%, PF>0.95
o Extruded aluminium for better heatsink of LED




MITC GRAND CHOLA

Y = e i

INTELLIGENT LIGHTING

Trimless Lunia Mini

cev|o

0sskql [ 082 | |!P-20

Low glare deep recessed fixed trimless down
light for minimum trim visiblity

Construction in aluminium Frame with 2 point
support system.

Premounting Kit available for ease of installation

High reflectance UV polyester powder coating

, CHANNA

~- 50~

Recessed Downlights

055054008003 =1 200
| 8W 945Im

055054015000 m=m1 200
12W 1425Im

055054016000 m=1 200

15W 1790Im h

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

Fixture holding system using stainless steel-304
fastening springs/wing

Extruded aluminium for better heatsink of LED

Strain relief cable clamp with quick connect LED
harness

Wire for mains supply cable 2cx1.5mm?

Indoor |4

90
I

60

45

Reiz Electronic LED driver constant current
integrated, THD<10%, PF>0.95
LED CRI>85 consistence to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth

Cut Off Angle: 80°




T T ke Recessed Downlights Indoor |45
Lunia Maxx COB
06109000206 900 2EX
i 15W 1790Im Optics:80°
‘:% é 1
e o
: ¥ i 06109000209 900 2EX
' 20W 2385Im
i «©
Iy 1 1 ?—
L5 =
' 1 06109000215 900 2EX 42°
30W 3560Im
06109COB040w 600W 200
40W 4400Im
Led Color Finish
[C C 6000K W White
CE\V ] -(% P20 N' 4000K B Black
o089 W 3000K S Silver

« Ceiling recessed fixed medium beam for general ~ «+ Strain relief cable clamp. Quick connect harness « Reiz energy saving LED driver is integrated. THD

lighting fordriver &Flicker <10%, PF >0.95, CRI-85/90
- Powder coated with high U.V. & corrosion -+ Ceiling thickness 12 to 30mm o LED CRI:>85 consistence to 3macadam ellipse
resistance
o Wire for mains supply cable 2cx1.5mm? « Optional Dimmable control via,1 to 10V, phase
« Fixture holding system using Stainless Steel-304 controland bluetooth
fastening spring + Connect the wires from the 1-10V dimmer to the
appropriate marked connector on the Reiz Led. e CutOff Angle:40°

o Extruded aluminum for better heat sink of LED

B INDIA, DWARIKA




INTELLIGENT LIGHTING

Recessed Downlights

Lunia Maxx I

€V

.

Ll

Low glare deep recessed downlighter for soft
downlighting

Construction in die-cast aluminium frame

High efficiency PMMA diffuser with 90%
transmittance, U.V Stabilized

High reflectance UV polyester powder coating

Reflector aluminium 99.9% silver bright anodized

HIDESIGN, NEW DELHI

06109000206 900 2EX
15W 1640Im Optics: 80°

06109000209 900 2EX
20W 2180Im Optics: 80°

06109000307W  251W  20L
24W 2616lm Optics:80°

Led Color Finish

C 6000K W White
N 4000K B Black
W 3000K S Silver

Fixture holding system using SS-304 fastening
springs/wing

Extruded aluminium for better heatsink of LED
Ceiling thickness 12 to 30mm

Strain relief cable clamp with quick connect LED
harness

Wire for mains supply cable 2cx1.5mm?

.

Indoor

Reiz Electronic LED driver constant current
integrated, THD & Flicker<10%, PF>0.95

LED CRI:>85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
controland bluetooth

Cut Off Angle : 40°




INTELLIGENT LIGHTING

Recessed Downlights Indoor

Lunia Maxx Lensed GGG

06109000207 W251 20L
15W 1640Im 6000K

06109000212W 301W 200
30W 3227Im Optics: 80°

CE\V | 7%. ;‘%j 1P-20

«Low glare deep recessed down lighter for
narrow beam angle down lighting.

« Construction in die cast aluminium frame
with 2 point support system.

- Polyester powder coated with high U.V.
resistance & corrosion.

Led Color Finish

C 6000K W  White
N 4000K B Black
W' 3000K S Silver

« Reflector aluminium 99.9% silver bright anodized.
« Extruded aluminium for better heat sink.

« Fixture holding system using stainless steel -304
fastening wing.

«Reflector aluminium 99.9% silver bright anodized

ON REQUEST

- Strain relief cable clamp.
- Wire for mains supply cable upto 2cx1.5mm?,

« Reiz LED driver is integrated, THD<10%
PF>0.95%.




INTELLIGENT LIGHTING

Recessed Downlights Indoor

Trimless Lunia Maxx NG

CEW ] % ;%»: |IP-20

« Low glare deep recessed fixed down light
« Construction in die-cast aluminium frame

« Polyester powder coated with high U.V. & corrosion
resistance

« Reflector aluminium 99.9% silver bright anodized

06115901515W' 900W 200
15W 1640Im 6000K

06115902400W9D" 3W 2BG

126 25W 2616lm 6000K

\l
Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver

«Lamp & fixture holding system using stainless
steel-304 fastening springs

« Die cast aluminium for better heatsink of LED

«Ceiling thickness 12 to 30mm

« Strain relief cable clamp with terminal block
+Wire for mains supply cable 2cx1.5mm2
+Quick connect Adaptor provided

+Reiz energy saving LED DRIVER is integrated.




INTELLIGENT LIGHTING

Lunia Mega

=

0.72Kg] [2170 IP-20

«v(id

Low glare fixed downlight with polycarbonate
diffuser

Construction in die-cast aluminium and pressed
steel frame

High reflectance UV polyester powder coating

High efficiency PMMA diffuser with 90%
transmittance, U.V Stabilized

.

.

Recessed Downlights

06207000209 801 200
20W 2180Ilm 6000K

i

90

§ % :
- ® ol
150 190 06207000309 801 200
Y : 30W 3280Im 6000K

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

Fixture holding system using SS-304 fastening
wings

Extruded aluminium for better heat sink of LED

Ceiling thickness 3 to 30mm

- Strain relief cable clamp with quick connect LED

harness

Wire for mains supply cable 2cx1.5mm?

Indoor | %)

Reiz Electronic LED driver constant current
integrated, THD & Flicker <10%, PF>0.95

LED CRI>85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth

Cut Off Angle: 40°

INFOSYS MALL CHANDHIGARH

—




REIz Recessed Downlights Indoor | =10)

INTELLIGENT LIGHTING

Lunia Mammoth

06308001501 901 200
30W 3300Ilm 6000K

ON REQUEST

=100~

i
! 06207000309 801 200
150 225 40W 4400Im 6000K
1

1

) ‘ Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver

= (Ip-20

Ce/|]

« Low glare deep recessed down lighter for soft = Fixture holding system using $5-304 fastening + Reiz Electronic LED driver constant current

down lighting springs integrated, THD<10%, PF>0.95%, Flicker<10%
. Construction in die-cast aluminium with 2 point ~ + Extruded aluminium for better heat sink of LED + Optional Dimmable control via,1 to 10V, phase
support system. controland bluetooth

- Strain relief cable clamp.

.

« High reflectance UV polyester powder coating Cut Off Angle : 40°

« Wire for mains supply cable 2cx1.5mm?

- Reflector aluminium 99.9% silver bright LED CRI:>85 consistence to 3macadam ellipse

anodized.




INTELLIGENT LIGHTING

Sun Mini

1lp-20

QUEIE

+ Recessed downlighter for soft diffused look

« Constructionin single piece aluminium dia cast.

- High reflectance UV polyester powder coating
>70un

- Fixture holding system using SS-304 fastening
springs

Recessed Downlights Indoor | 5

05605306W09 mm1W200
6W 880Im

05605310W09 mm1W200
10W 1100Im

05605312W003 CDmm1W200

12W 1320Im

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

High efficiency PMMA diffuser with 90%  « Reiz Electronic LED driver constant current
transmittane U.V stabilized integrated, THD & Flicker<10%, PF>0.95,
Ceiling thickness 5 to 30mm

o LEDCRI: 85 consistence to 3macadam ellipse
Strain relief cable clamp with quick connect LED - Optional Dimmable control via,1 to 10V, phase
harness control and bluetooth

Wire for mains supply cable 2cx1.5mm? + CutOff Angle:12°




Indoor

REIZ Recessed Downlights

INTELLIGENT LIGHTING

Sun Maxx I

18100000112 C11W200
15W 1650Im

PR

i
0
i
ISt
! . 18100002509 C11W200
Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
CeV|[O rn I%;fl IP-20
045Kg| [2155
e LED CRI: 85 consistence to 3macadam ellipse
+ Recessed downlighter for soft diffused look + Ceiling thickness 5 to 30mm
+ Optional Dimmable control via,1 to 10V, phase
« Construction insingle piece aluminium dia cast. « Strain relief cable clamp with quick connect LED control and bluetooth
harness
« High reflectance UV polyester powder coating + cutofangle5°
>70un « Wire for mains supply cable 2cx1.5mm?

+ Fixture holding system using SS-304 fastening  « Reiz Electronic LED driver constant current
springs integrated, THD &flicker<10%, PF>0.95

- High efficiency PMMA diffuser with 90%
transmittance, U.V Stabilized




INTELLIGENT LIGHTING

Smooth Mini

CENY [T] |, le=] -2

+ Recessed luminaire for symmetrical medium to
wide beam light distribution for ambient lighting

« Construction double piece molded trims for easy
maintenance

e High efficiency PMMA diffuser with 90%
transmittane U.V stabilized

—~34=

——SQ. 100 ——

19516000801 001 300
6W, 645lm Optics: 100°

Led Color
C 6000K
N 4000K
W 3000K

Strain relief cable clamp

Finish

W White
B Black
S Silver

Screw mounting using clamping claws

Ceiling thickness 3 to 30mm

Wire for mains supply cable 2cx1.5mm?

Recessed Downlights Indoor |55

98°

+ Reiz Electronic LED driver integrated, THD &
Flicker<10% PF>0.95

e LEDCRI:>85 consistence to 3macadam ellipse

« Optional Dimmable control via,1 to 10V, phase
control and bluetooth

ITC FORTUNE PORT BLAIR




INTELLIGENT LIGHTING

Smooth Maxx

CE\IV D 5& oo [IP-34

Recessed luminaire for wide beam light
distribution for ambient lighting

Construction in single piece mitered extruded
aluminium frame

High effeciency prismatic diffuser

High efficiency PMMA diffuser with 90%
transmittance, U.V Stabilized

NOVOTEL, HYDERABAD

Recessed Downlights

2082080R281 001 300
15W 1640Im Optics: 100°

i
&
3 Led Color Finish
= ! C 6000K W White
* N 4000K B Black
i W' 3000K S Silver
i

High reflectance UV polyester powder coating
>70un

Strain relief cable clamp with quick connect LED
harness

Ceiling thickness 3 to 30mm

Wire for mains supply cable 2cx1.5mm?

Indoor | =14

100°-59

-5

-60

Reiz Electronic LED driver constant current
integrated, THD and Flicker <10%, PF>0.95

LED CRI:>85 consistence to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth




INTELLIGENT LIGHTING

Recessed Downlights Indoor |55

Smooth Mega NN

|

04809502400C 000W 200
24W 2850lm 6000K

585

CE\/[L ][]

+ Recessed luminaire to provide high output diffused
light

i~

IP-34

+ Construction in single piece MS frame with acrylic
diffuser 90% Transparent

+ High efficiency PMMA diffuser with 90%
transmittance, U.V Stabilized

+ High reflectance UV polyester powder coating
>70un

048095R1596N 000W 2RC
36W 3950lm 6000K

048095R1592C' 001W 2RC
50W 5550lm 6000K

Led Color Finish

C 6000K W White
N 4000K

W 3000K

MCPCB for better heatsink of LED

Ceiling thickness 3 to 30mm for mounting
Strain relief cable clamp with terminal block
Wire for mains supply cable 3cx1.5mm?

Mounting Provision for plaster board ceiling is
optional, provision for hanging.

Reiz Electronic LED driver constant current
integrated, THD & Flicker<10%, PF>0.95

LED CRI>85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth




REIZ Recessed Downlights Indoor |53

INTELLIGENT LIGHTING

Smooth Mega 4xHalf -

04809502400 00 300
24W 3000Im

— 145 = =G0~

e 048095036000 00 300
— 36W 4500Im
Led Color Finish
C 6500K W White
N 4000K
3 3000K
[
/[ L|[] .| _
CEV/|L || M= lpsy
+ Recessed luminaire to provide high output - Wire for mains supply cable 3cx1.5mm?, + Optional Dimmable control via,1to 10V,
diffused light. phase control and bluetooth
« Mounting Provision for plaster board ceiling is
« Construction in single piece MS frame with optional, provision for hanging.

acrylic diffuser 90% Transparent
« Electronic control gear integrated, THD<10%,
- High reflectance UV polyester powder coating PF>0.95%.Flicker <10%

« Strain relief cable clamp with terminal block. « LED CRI:>85 consistent to 3macadam ellipse




INTELLIGENT LIGHTING

Trapeze

L

CEN|L|[M][E]r

Recessed luminaire to provide indirect soft
lighting in offices

Pressed metal trim with mitered edges
High reflectance UV polyester powder coating
White reflector with high total reflectance for

maximum light output
Provision for hanging from ceiling

Recessed Downlights

04809600218 HO01 200
36W 3950Im
1
: Led Color Finish
C 6000K W White
N 4000K B Black
59550 W 3000K S Silver

Extruded aluminium for better heatsink of LED
Ceiling thickness 3 to 30mm

Strain relief cable clamp with terminal block
Wire for mains supply cable 3cx1.5mm?

Reiz Electronic LED driver constant current
integrated, THD & Flicker<10%, PF>0.95,

Indoor |5/

LED CRI:>85consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth

BAL BHARTI LUDHIANA




REIZ Recessed Indoor | 53

INTELLIGENT LIGHTING

U Light With Flange I

32000000524 001 500
5W/mtr 490Im 6000K
Length:1000mm

:‘ 1/’ 32000001024 001 500
| |‘ 10W/mtr 990Im 6000K
\: » Length:1000mm
e
3

32000001524 001 500

15W/mtr 1490Im 6000K
Length:1000mm

CE .ﬁ.IP—ZO 32000002024 001 500
0.23Kg 20W/mtr 1990Im 6000K

Length:1000mm

Led Color Finish
C '6000K S Silver
N "4000K
W "3000K
. Diffused linear sleek luminaire for mountingin - Polycarbonate channel with molded end caps + LEDCRI:>85consistent to 2macadam ellipse

general areas and coves ) ) )
« Reiz Electronic LED driver constant voltage  + Optional Dimmable control via,1 to 10V, phase
- Construction in extruded Aluminum for good 24VDC is remote, THD<10%, PF>0.95, Flick- control and bluetooth
heat dissipation er<10%

« Recessed mounted luminaire for facade and « LED are driven with active curren control circuit
corridors




REIZ Recessed Indoor

INTELLIGENT LIGHTING

Rapier Mini45X35 I

148M95020W03 DF1SW 200
. 20W/mtr 2200Im 6000K

—‘I Length:1000mm »

—_—— A e

45

it
[ ]
—_—

-’

148M95040W03 DF1W 200
40W/mtr 4400lm 6000K
Length:1000mm

Led Color Finish
C 6000K W White

§\7 L =l||p. N 4000K B Black
CE @ 1.3KG IP-20 W' 3000K S Silver

[

4
N

- LED Linear luminaire for recessed even diffused  + Powder coated with high U.V. & corrosion  *BISapproved safety driver file no.R-91000078

downward light. resistance.>70un X X X
- Active constant current for uniform brightness

- Construction with extruded aluminium and  «Wire from mains up to 3 core X 1.5mm?2

diffuser, machined brass & pressed metal sheet - Optional dimmable driver via 0-10VDali/Bluetooth

« Reiz energy saving LED driver is integrated
- Extruded aluminium for better heat sink. THD<10%, PF> 0.95

« Strain relief cable clamp.




REIZ Recessed Downlights Indoor m

INTELLIGENT LIGHTING

Rapier 90X35 I

148M95010WW3 DF1S 200

10W/mtr 1100lm 6000K
Length:1000mm

a M
L L e
\ / | £
! 2 A
- 1000 - - 90 -
148M95020WW3' DF1S 500 =
20W/mtr 2200Ilm 6000K i
Length:1000mm fin
Led Color Finish
C 6000K W White
N 4000K B Black
CE W @ A 1P-65 W' 3000K S Silver
1.5KG
+ LED Linear luminaire for recessed wide diffused + Reiz constant Voltage 24V electronic driver is - BIS approved safety driver file no. R-91000078
light for outdoor application remote THD <10%,PF -0.95,Ripple<10%

. . « Active constant current for uniform brightness
« Construction with extruded anodised aluminium  «High CRILEDS >80

for better heat sink. + Optional dimmable driver via 0-10VDali/Bluetooth
« IDC(Insulation displacement connector) for easy
« Wire from mains up to 2 core X 0.5mm2. looping of connections - Available in 1,2,3 Meter Length, Also available
inlP67.

PRIYA EXHIBITOR, NEW DELHI




RECESSER
DIRECTIONAL
SPOTS

Mastly used tar accent lighting, directinnal
spots help give interiors a creative high-
light. This enhanced technology based
luprinare ellows for easy and fong lasting
swivelling while the recessed and |ow
are aptics ensune visual comfort.




INTELLIGENT LIGHTING

Eyelid Micro

N

€ \|0

IP-20,

o LED recessed directional down light in flat trim
tilting upto +30°

Construction in extruded aluminum frame & ring

Fixture holding system using stainless steel-304
fastening springs

« Powder coated for corrosion resistance

Recessed Directional Spots

02300000201 == 0 200

3W 350Im

i

=]

1

i 02300000800 w1 200
8W 950Im

=]

LedColor I@ptics Finish

C 6000K m2° W White
N 4000K 24° B Black
W 3000K B6° S Silver

Extruded aluminium for better heatsink of LED

Strain relief cable clamp with quick connect LED
harness

Ceiling thickness 3 to 30mm

Wire for mains supply cable 2cx1.5mm?

Indoor [ &

90
/|75

60

45

Reiz Electronic LED driver constant current
integrated, THD & Flicker <10%, PF>0.95,

LED CRI:>85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth

Cut off Angle: 50°




REIZ Recessed Directional Spots Indoor | &)

INTELLIGENT LIGHTING

Eyelid Mini

90

054000008001 =m0 200

d 8W 950Im 75
60
b
05400000204 =m0 200 s
1 12W 1430Im
i
L]
4 @ 05400000207 mm1 200
15W 1780Im

054000020WO0W  251W 200
20W 2373Im

€V

Led Color [Optiés Finish

C 6000K m2° W White
N 4000K 24° B Black
W 3000K B6° S Silver

+ Recessed downlight in oyster shape swiveling « Strain relief cable clamp with quick connect LED ~ « LED CRI:>85 consistent to 3macadam ellipse
upto +25°or as a deep recessed concentric harness
« Optional Dimmable control via,1 to 10V, phase
« Construction in die-cast aluminium frame « Ceiling thickness 3 to 30mm controland bluetooth
+ Powder coated for corrosion resistance + Wire for mains supply cable 2cx1.5mm?
- Fixture holding system using SS-304 fastening - Reiz Electronic LED driver constant current
Spring integrated, THD & Flicker<10%, PF>0.95, L

« Extruded aluminium for better heatsink of LED

TAJ COROMONDEL, CHENNAT




Eyelid Mini Deep

%

INTELLIGENT LIGHTING

- 75 =

= IP-20,

Recessed downlight in oyster shape swiveling
upto £25°or as a deep recessed concentric

Construction in die-cast aluminium frame
High reflectance UV polyester powder coating

Extruded aluminium for better heatsink of LED

i
©
b

1

- ¢85 =

Recessed Directional Spots

05400DP0807 310
8W 950Im 6000K

200

05400DP1207 310
12W 1430Ilm 6000K

200

05400DP1507 310
15W 1780Im 6000K

200

054000020WO0W 2512W 200

20W 2373Im 6000K

Led Color [Opti€s Finish

C 6000K Mm2° W White
N 4000K 24° B Black
W 3000K B6° S Silver

Strain relief cable clamp with quick connect LED
harness
Ceiling thickness 12 to 30mm

Wire for mains supply cable 2cx1.5mm?

Reiz energy saving LED driver is integrated.
PF>0.95, THD<10%, Flicker <10%,

Indoor

200 -90 [

LED CRI:>85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth

Cutoff Angle:25°

TAJ COROMANDAL CHENNAI




INTELLIGENT LIGHTING

Ghost 360

~78 =

\
Il 1
40 89
Loy

CE\V [l 3%,; ;fs) 1P-20 ?

Recessed directional down lighting flat trim
round aperture swiveling up to +170°

Construction in die-cast aluminium flat trim
High reflectance UV polyester powder coating

Premounted cylinder for easy installation and
maintenance

L

SHERATON RESORT MALDIVES

Recessed Directional Spots

12905400801 mm 1
I 8W 870Im 6000K

200

12905400204 =m0 200
12W 1310Im 6000K

12905400207 mm1 200
15W 1640Im 6000K

LedColor [Opties Finish

C 6000K Mm2° W White
N 4000K 24° B Black
W 3000K B6° S Silver

Fixture holding system using stainless steel-304
fastening wing

Extruded aluminium for better heatsink of LED

Strain relief cable clamp with quick connect LED
harness

Ceiling thickness 3 to 30mm

Indoor

Wire for mains supply cable 2cx1.5mm?

Reiz Electronic LED driver constant current
integrated, Flicker & THD<10%, PF>0.95,

LED CRI:>85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth




INTELLIGENT LIGHTING

Ghost Ellipse

—-78 —

11P-20

170° 20°

Recessed directional down light flat trim oval
aperture swiveling up to 170°

Construction in die-cast aluminium flat trim and
oval aperture mask @48x40

High reflectance UV polyester powder coating

Pre mounting cylinder for easy installation and
maintenance

Recessed Directional Spots

13005400801 =m0 200
8W 870Im 6000K

13005400204 mm1 200
12W 1310Im 6000K
13005400207 ™= 1 200
15W 1640Ilm 6000K

Led Color [Opties Finish

T 6000K m2° W White
\" 4000K R2&° B Black
N 3000K B6° S Silver

Fixture holding system using stainless steel-304
fastening springs

Extruded aluminium for better heatsink of LED

Strain relief cable clamp with quick connect LED
harness

Ceiling thickness 3 to 30mm

Indoor m

Wire for mains supply cable 2cx1.5mm?

Reiz Electronic LED driver constant current
integrated, Flicker & THD<10%, PF>0.95,

LED CRI: >85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth




INTELLIGENT LIGHTING

Lunia Mini 85D

CENY [ 1om fe=] .

045Kg

+ Lowglare deep recessed directional downlight.

« Constructionindie-castaluminiumframe,double
trim design for easy maintenance

+ Polyester powder coated with high U.V. resistance
& corrosion.

+ Reflector aluminium 99.9% silver bright anodized

+ Fixture holding system using SS-304 fastening
springs

Recessed Directional Spots

05505400801 mm1 200
8W 950Im 6000K

05505400204 mm1 200
12W 1430lm 6000K

055054016003251
15W 1780Im 6000K

LedColor [Opties Finish

C 6000K m2° W White
N 4000K 24° B Black
W 3000K B6° S Silver

Extruded aluminium for better heatsink of LED

- Strain relief cable clamp with quick connect LED
harness

« Ceiling thickness 3 to 30mm

«+ Wire for mains supply cable 2cx1.5mm?

mmW 200

Indoor

105 -120-13a50 15035 120 105

[ tntduste -y

1
0 LA

w
5 ’
75 5 75
P

AN E
N TR O\ e
~L T\

Reiz Electronic LED driver constant current

integrated, THD and Fliicker <10%, PF>0.98,

LED CRI: >85 consistence to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth




REIZ Recessed Directional Spots Indoor

INTELLIGENT LIGHTING

Lunia Mini D

05505400801 mm1 200 20°7%°]
8W 950Im 6000K

- $95 =

130

1 05505400204 mm1 200
12W 1430Im 6000K

- P80 =
@ 105 =

-

055054016003251 mmW 200
15W 1780Im 6000K

Led Color [Opties Finish
C 6000K m2° W White

QU EC=] i o

045Kg| | @95

Low glare deep recessed directional downlight, ~ « Fixture holding system using SS-304 fastening + Reiz Electronic LED driver constant current
adjustable system springs integrated, THD and Fliicker <10%, PF>0.95,

« Constructionindie-castaluminiumframe, double « Extruded aluminium for better heatsink of LED o LEDCRI:>85 consistence to 3macadam ellipse
trim design for easy maintenance
« Strain relief cable clamp with quick connect LED + Optional Dimmable control via,1 to 10V, phase
High reflectance UV polyester powder coating harness control and bluetooth

Premount cylinder for easy installation and «+ Ceiling thickness 3 to 30mm
maintenance

+ Wire for mains supply cable 2cx1.5mm?
Reflector aluminium 99.9% silver bright anodized




INTELLIGENT LIGHTING

Recessed Directional Spots Indoor

Trimless Lunia Mini D I

Q7T =

Low glare deep recessed trimless directional down
light.

« Construction in die-cast aluminium frame, double

trim design for easy maintenance

Polyester powder coated with high U.V. resistance &
corrosion.

Reflector aluminium 99.9% silver bright anodized

105 -120-13850 15035 120 105

05505400801 mm1 200
8W 950Im 6000K R

| zotdestophait/cn

poe] PN
s N/
1 05505400204 mm1 200
i 12W 1430Im 6000K
=
\J
055054016003251 mmW 200

15W 1780Im 6000K

LedColor [@pties Finish

C 6000K m2° W White
N 4000K 2%4° B Black
W 3000K B6° S Silver

Fixture holding system using S5-304 fastening ~ * Wire for mains supply cable 2cx1.5mm?

springs

pring . Beiz Electronic LED.driver constant current
Extruded aluminium for better heatsink of LED integrated, THD and Fliicker <10%, PF>0.98,
Strain relief cable clamp with quick connect LED ~ * LED CRI:>85 consistence to 3macadam ellipse

harness . . .
- Optional Dimmable control via,1 to 10V, phase

Ceiling thickness 3 to 30mm control and bluetooth




INTELLIGENT LIGHTING

Saturn Mini

4 lIP-20

Adjustable symmetrically, narrow to medium
beam for accent lighting of artifacts

Construction in die-cast aluminium

Square Gimble frame on a compass fitting
mechanism adjustable +30°in all directions

High reflectance UV polyester powder coating

Recessed Directional Spots

05405508W003250 W 200
- 6W 700Im 6000K

i
@ Led Color [Opti€s Finish
; C 6000K m2° W White
N 4000K R24° B Black
. W 3000K BB° S Silver
i
s

Fixture holding system claw for positive locking
Extruded aluminium for better heatsink of LED

Strain relief cable clamp with quick connect LED
harness

Ceiling thickness 12 to 30mm

Indoor | 740)

Wire for mains supply cable 2cx1.5mm?

Reiz Electronic LED driver constant current
integrated, THD<10%, PF>0.95,

LED CRI: 85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth

BLUE RESTAURANT HYDERABAD




e Recessed Directional Spots Indoor | 7

Scoop Mini

i 059059SN801W2511 W 200
8W 870Im 3000K

Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
Q==
-The Surfcae mounted Directional Snoot is camouflage in + Strain relief cable clamp. Quick connect
the aluminium extrusion and can be swelled 300v fitted upto 90v harness for driver
- Extruded aluminium for better heat sink of LED +Wirefor mains supply cable up to 2cx1.5mm2
- Powder coated with high U.V. & corrosion resistance + Approved Reiz energy saving electronic LED

safety driver (BIS no. R-91000078)

- Reiz energy saving LED driver is integrated
THD<10% PF>0.95% surge >3kv

« Active constant current for uniform brightness
« Optional dimmable driver via 0-10V/Dali/Bluetooth
«High CRILEDS >80




INTELLIGENT LIGHTING Ceiling Mounted Indoor | 7%

NeolJFhe@ |

059059SN121:1 200
110lm/w 3000K

Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
Q7%
« Surface mounted Directional Snoot tilted upto 90v « Approved Reiz energy saving electronic LED safety driver (BIS no. R-91000078)
« Extruded aluminium for better heat sink of LED «Reiz energy saving LED driver is integrated THD<10% PF>0.95% surge >3kv
- Powder coated with high U.V. & corrosion resistance - Strain relief cable clamp. Quick connect harness for driver

« Strain relief cable clamp. Quick connect harness for driver

«Wire for mains supply cable up to 2cx1.5mm?2



INTELLIGENT LIGHTING

Recessed Directional Spots Indoor | z!

Trimless Uno Mini IS

—=1108Q.~

09013900801 mm1 200
8W 940Im 6000K

09013900204 mm1 200
12W 1380Im 6000K

— 100 sQ. =

- 140s8Q.

CeV/|O

{ip-20

Low glare deep recessed single square trimless -

down lighter

Construction in die-cast aluminium and extruded

aluminium frame

Square gimble inner frame on a compass fitting
mechanism adjustable +30°in single access .

High reflectance UV polyester powder coating

Led Color Finish

C 6000K W White
N 4000K B Black
W 3000K S Silver

Extruded aluminium for better heatsink of LED
Ceiling thickness 3 to 30mm

Strain relief cable clamp with quick connect LED
harness

Wire for mains supply cable 2cx1.5mm?

Reiz Electronic LED driver constant current
integrated, THD<10%, PF>0.95,

LED CRI: 85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth




INTELLIGENT LIGHTING

Recessed Directional Spots

Indoor

06100001501 mm1 200
15W 1780Im 6000K

061000030013mm1 200
30W 3580Ilm 6000K

061000040003253mm'W 200
40W 3580Im 6000K

Led Color [OptiES Finish

C 6000K m2° W White
N 4000K 2#° B Black
W 3000K B6° S Silver

QAL a e

+ Adjustable symmetrically, narrow to medium + Extruded aluminium for better heatsink of LED + Reiz energy saving LED driver is integrated.

beam for accent lighting of artifacts

All die casting frame on compass fiting adjustable
+30° svirel 350°

High reflectance UV polyester powder coating

Fixture holding system fastening springs

Strain relief cable clamp with quick connect LED
harness

Ceiling thickness 3 to 30mm

Wire for mains supply cable 2cx1.5mm?

PF>0.95, THD<10%, Flicker <10%,
LED CRI: 85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth

Cutoff Angle: 25°

-

A

A g R
RAYMOND SHOWROOM, GURGAON



Saturn Maxx

€V

.

INTELLIGENT LIGHTING

L] -i- IP-20

Adjustable symmetrically, narrow to medium
beam foraccent lighting of artifacts.

Round gamble frame on a compass fitting
mechanism adjustable 30°in all directions

High reflectance UV polyester powder coating

Fixture holding system using Stainless
Steel-304 fastening wing.

]
! 061M0003001 1
X f " 30W 3580Im 6000K
| '. 1 Cut off Angle: 25°
¥

061000036013361° W 200

Recessed Directional Spots

061M0001501" 1
20W 2200lm 6000K

200

200

40W 4744Im 6000K
Cutoff Angle: 25°

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

Extruded aluminum for better heat sink of
LED.

Strain relief cable clamp. Quick connect
harness for driver

Ceiling thickness 12 to 30mm.

COB LED CRI: 85 and 95 on request consistent
to 3 macadam ellipse.

.

it
A1

Indoor |74

Wire for mains supply cable 2cx1.5mm?,

Reiz Electronic LED driver constant current
integrated, THD and Flicker <10%, PF>0.95,

LED CRI: >85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth

el
DERN BAZ



REIZ Recessed Directional Spots Indoor [ 7/3

INTELLIGENT LIGHTING

Gimble Uno Mini

19500000801 mm1 200
=] 80~ 8W 940Im 6000K

-—

19500000204 = == 1 200

12W 1380Im 6000K
Cutoff Angle: 25°

o)
=90 ~ — 110

195000020457251 W 200
15W 1725Im 6000K
Cut off Angle : 25°

Led Color [Opfi€s Finish

C 6000K m2° W White
N 4000K 24° B Black
W 3000K B6° S Silver

ce[0O) [0

« Low glare deep recessed square down lighter « Extruded aluminium for better heatsink of LED + LEDCRI:>85 consistent to 3macadam ellipse
with no internal visible mechanism

« Ceiling thickness 3 to 30mm + Optional Dimmable control via,1 to 10V, phase

« Construction in extruded aluminium control and bluetooth

- Strain relief cable clamp with quick connect LED
+ Square gimble inner frame on a compass fitting harness
mechanism adjustable +30°in all directions ) ) ,
« Wire for mains supply cable 2cx1.5mm
- High reflectance UV polyester powder coating
- Reiz Electronic LED driver constant current
- Fixture holding system using stainless steel-304 Remote THD and Flicker <10%, PF>0.95,
fastening springs

IBIS GURGAON




INTELLIGENT LIGHTING

Recessed Directional Spots

Gimble Duo Mini I

0
125

QI

- Duolgimble low glare deep recessed squre down
lighter with no internal visible mechanism

D 0.36

Adjustable double spot light fitted into a
aluminium frame with +30°tilt

High reflectance UV polyester powder coating

Extruded aluminium for better heat sink

19600000802 mm1 200
. 15W 1780Im 6000K
b
O i
19600002408 mm1 200
a v 24W 2860Im 6000K
LedColor [Opties Finish
C 6000K Hm2° W White
N 4000K 24° B Black
W 3000K B6° S Silver

Fixture holding system using Stainless Steel
-304 fastening spring

Ceiling thickness 3 to 30mm

Strain relief cable clamp with quick connect LED
harness

Wire for mains supply cable upto 2cx1.5 mm?.,

.

Indoor |7/

32° )

Reiz electronic LED driver constant current
integrated, THD and Flicker <10% PF>0.95,

LED CRI: >85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth

WELCOME AMRITSAR




INTELLIGENT LIGHTING

Recessed Directional Spots

GimbleTrio Mini NG

19700000803 =m0 200
24W 2860Ilm 6000K

102 =

o)

- 125 =

. 0
(E\ly ] 5&%95 IP-20

Adjustable triple spot light fitted into a single
piece frame of 3mm steel

Construction in die-cast aluminium and pressed
steel frame

Square Gimble inner frame on a compass fitting
mechanism adjustable +30°in all directions

High reflectance UV polyester powder coating

NOVOTEL ,HYDERABAD

T 19700003612 =m0 200
36W 4300lm 6000K

LedColor [@pties Finish

C 6000K m2° W White
N 4000K ©24° B Black
W 3000K B6° S Silver

Fixture holding system using stainless steel-304
fastening springs

Extruded aluminium for better heatsink of LED
Ceiling thickness 3 to 30mm

Strain relief cable clamp with quick connect LED
harness

Indoor | 7]

Wire for mains supply cable 2cx1.5mm?

Reiz Electronic LED driver constant current
integrated, THD and Flicker <10%, PF>0.95,

LED CRI: >85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth




Indoor |74

INTELLIGENT LIGHTING

Recessed Directional Spots

Gimble Uno Maxx NG

09000001501 =m0 200

-SQ. 150~
B

4

15W 1780Im 6000K

—~101~

[

—=SQ. 134~
- SQ. 174 —

ce/|O] [l |, .2

Adjustable spot light single fitted into a single
piece frame of 3mm steel

Construction in die-cast aluminium and pressed
steel frame

Square gimble inner frame on a compass fitting
mechanism adjustable +30°in all directions

High reflectance UV polyester powder coating

09000000212 =m0 200
25W 2980Im 6000K

Led Color Finish

C 6000K W White
N 4000K B Black
W 3000K S Silver

Fixture holding system claw for positive locking
Extruded aluminium for better heatsink of LED
Ceiling thickness 3 to 30mm

Strain relief cable clamp with quick connect LED
harness

Wire for mains supply cable 2cx1.5mm?

Reiz Electronic LED driver constant current
integrated, THD and Flicker <10%, PF>0.95,

LED CRI: >85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth

¥
i

MASPAR; NEW DELHI




REIz Recessed Directional Spots Indoor m

INTELLIGENT LIGHTING

Gimble Duo Maxx NG

09100001502 =m0 200

L 30W 3580Ilm 6000K
o
v
i
b
' 09100000224 =m0 200
50W 5980Im 6000K
Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
F/. L
CE \/ D 150Kg] |2ssxisq [IP-20
- Rectangular gimble inner frame on a compass . High reflectance UV polyester powder coating « Wire for mains supply cable 2cx1.5mm?
fitting mechanism adjustable +30° in all
directions - Fixture holding system claw for positive locking + Reiz Electronic LED driver constant current

integrated, THD and Flicker <10%, PF>0.95,
« Construction in die-cast aluminium and pressed « Extruded aluminium for better heatsink of LED

steelframe « LEDCRI: >85 consistent to 3macadam ellipse
« Ceiling thickness 3 to 30mm
« Dua gimble adjustable spot light in a single « Optional Dimmable control via,1 to 10V, phase
rectangular piece frame of 3mm steel « Strain relief cable clamp with quick connect LED control and bluetooth

harness




INTELLIGENT LIGHTING

Recessed Directional Spots

Gimble Trio Maxx IIEIEIENGNGEGEGEEEEES

09200001503 451 200

i
{1 e 45W 5380Im 6000K
o 8 v

0

cev|(Oo

25Kg 1 1IP-20

Adjustable triple spot light fitted into a single
piece frame of 3mm steel

Construction in die-cast aluminium and pressed
steel frame

Square gimble inner frame on a compass fitting
mechanism adjustable £30°in all directions

High reflectance UV polyester powder coating

[]

09200000236 451 200

75W 8980Im 6000K

Led Color Finish

C 6000K W  White
N 4000K B Black
W' 3000K S Silver

Fixture holding system claw for positive locking
Extruded aluminium for better heatsink of LED
Ceiling thickness 3 to 30mm

Strain relief cable clamp with quick connect LED
harness

Wire for mains supply cable 2cx1.5mm?

Indoor |

40°

Reiz Electronic LED driver constant current
integrated, THD<10%, PF>0.95,

LED CRI: 85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth

- - == -
TRI-J_COROMANDEL, CHENNAI




WALLWASHER

A smart lighting technigue for ever wall
Washos, 0w QLace
Lighit Chroes.

LeansBnd &

ecessed spot optimises

H
Igrad fer Smooly Ter luinira

v nstallation, the Felure ean be
crstomsed wnth LED color ard hnish

Wash Minl




INTELLIGENT LIGHTING

Wash Maxx

y

A o

CE\ly ] 6%‘ IP-20

Low glare recessed wallwasher for wide even
throw on walls

Construction in aluminium die-cast frame with
two point support system

High reflectance UV polyester powder coating

Reflector constructed from high reflective
polycarbonate efficiency >90%

135

i
90
'
)
i
100 148
A\ ,
'

06116700207 = 001 200

15W 1630Im 6000K
Cutof Angle:50°

06116703000 001 200
30W 3280Im 6000K
Cut of Angle: 50°

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

Fixture holding system using claw for positive
locking stainless steel-304 fastening springs

Extruded aluminium for better heatsink of LED
Ceiling thickness 3 to 30mm

Strain relief cable clamp with quick connect LED
harness

Indoor

Wallwasher

COB LED CRI>85 consistent to 3macadam ellipse
Wire for mains supply cable 2cx1.5mm?

Reiz Electronic LED driver constant current
integrated, THD and flicker <10%, PF>0.95,

Optional Dimmable control via,1 to 10V, phase
control and bluetooth




Wallwasher Indoor
INTELLIGENT LIGHTING

Lunia MiniWallwasher N

05400000801 0 200 [y
8W 960Im 3000K i)

96

-

054000001201 0 200
12W 1440Ilm 3000K

-—
—
85

Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
=
CE \F/ D 219gM | @75 IP-20
+ Recessed down light in oyster shape swiveling Extruded aluminium for better heatsink of LED - Wire for mains supply cable 2cx1.5mm?
up to +25°or as a deep recessed concentric.
« Ceiling thickness 12to 30mm + Reiz Electronic LED driver constant current
« Construction in die-cast aluminum frame integrated, THD and flicker <10%, PF>0.95,
« Strain relief cable clamp with terminal block. . . .
+ High reflectance UV polyester powder coating + Optional Dimmable control via,1 to 10V, phase
« COBLED CRI>85 consistent to 3macadam ellipse control and bluetooth

+ Recessed fixed for a flat even wash of light, low
glare double reflector.




INTELLIGENT LIGHTING

Line Spot I

@ 4

148M95W10WOW00 1S 200

5W 110lm/W

I

56

A xﬁ\\ér?
O ——

= 3

10W 110Im/W

148

© 66 60 0
CUTOUT

Led Color Finish

141x37 C 6000K W White
N 4000K B Black
W 3000K S Silver

IP-20

e\ |0

«LED Linear luminaire for recessed spots light.

« Construction with die cast anodised aluminium for
better heat sink.

« Strain relief cable clamp.

+Wire from mains up to 2 core X 1.5mm2

« BIS approved Reiz energy saving electronic
LED safety driver (BIS NO. R-91000078) is
integrated

« REIZ LED driver THD<10%, PF>0.95,
Ripple<10% Surge >3kv

Wallwasher Indoor

ON REQUEST

148MO5W10WO0W00 1S 200

« Active constant current for uniform brightness

« Optional dimmable driver via 0-10V/Dali/Bluetooth
+ Availablein 1,2,3 Meter Length

- LED CRI>80




INTELLIGENT LIGHTING Wallwasher Indoor m
Linear Wall Washer IS
148M95W10WO0W00 1S 200
N ; - 1OW 110lm/W ON REQUEST
[ﬁ] lﬁl -5
- 418 - H
5 148M95W10WO0W00 1S 200
15W 110Im/W
Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
F i IP-20
CE \/ D 280g
LED Linear luminaire for recessed spots or « Wire from mains up to 2 core X 1.5mm?2 « Optional dimmable driver via 0-10V/Dali/
assymetric light « BIS approved Reiz energy saving electronic LED Bluetooth

safety driver (BIS NO.R-91000078) is integrated.

Construction with extruded anodised aluminium

for better heat sink + REIZ LED driver THD<10% PF >0.95 Ripple<10%
Surge >3kv
Strain relief cable clamp - Active constant current for uniform brightness

- Availablein 1,2,3 Meter Length
« LEDCRI>80




INTELLIGENT LIGHTING

Line Spot Combo NG

Ce\/ (O]

1P-20

« LED Linear luminaire for recessed spots light.

- Construction with die cast anodised aluminium for

better heat sink.

« Strain relief cable clamp.

+Wire from mains up to 2 core X 1.5mm?2

mo! 148M95W20W0300 - 1W 200
B 20W 110Im/W
148M95W5024300 1 1S 200
B2 50W 110lm/W
S
Led Color Finish
Bl C 6000K W White
B, N 4000K B Black
— W' 3000K S Silver
48,

+ BIS approved Reiz energy saving electronic LED
safety driver (BIS NO. R-91000078) is integrated

+ REIZ LED driver THD<10%, PF>0.95, Ripple<10%
Surge >3kv

« Active constant current for uniform brightness

Wallwasher Indoor

ON REQUEST

+ Optional dimmable driver via 0-10V/Dali/Bluetooth
« Availablein 1,2,3 Meter Length
«LED CRI>80




CEILI N

Fan Mini



Indoor

REIZ Ceiling Mounted

INTELLIGENT LIGHTING

Kan Milli I

001032010W0 ' 001 300 i
15W 1100 Im 6000K i
1 Optics : Diffused e
= Led Color Finish ®
— ‘ y C 6000K W White
A \ N 4000K B Black
f \91 W' 3000K S Silver
q \
F rns
CE\/ ] 9 |p-20
-Surface mounted luminaire for vertical -Strain relief cable clamp

« Surface mounted luminaire for medium beam
distribution for ambient lighting for lobbies,
entrances, corridors etc.

lamp configuration. i )
+Wire for mains supply cable up to 2cx1.5mm2.
+Polyester powder coated with high U.V. & . . L
corrosion resistance. *Reiz energy saving LED driver is integrated THD<15%

+ Constructionin single piece, screw lessin pure -Extruded aluminium for better heat sink of LED. PF>0.95%.

aluminium.




Ceiling Mounted Indoor m

INTELLIGENT LIGHTING

Glo Micro I

001032010W0 001 300
10W 1100 Im 6000K
Optics : Diffused

W

Led Color Finish
C 6000K W White
I N 4000K B Black
s W 3000K S Silver
1]
F |
CE\/ D 03skd P29
+ Surface mounted luminaries diffused light . White reflector with 98% reflectance «+ Reiz Electronic LED driver constant current
for ambient lighting for lobbies, entrances, integrated, THD and Flicker<10%, PF>0.95,
corridors etc « Extruded aluminium for better heatsink of LED

« LEDCRI:>85 consistent to 3macadam ellipse
« Constructioninsingle piece, extruded aluminium « Strain relief cable clamp with terminal block
. o . . + Optional Dimmable control via,1 to 10V, phase
+ High efficiency PMMA diffuser with 90% . Wire for mains supply cable upto 2cx1.5mm? control and bluetooth
transmittance, U.V Stabilized
« LED consistent to 4 macadam ellipse.
- High reflectance UV polyester powder coating




INTELLIGENT LIGHTING Ceiling Mounted Indoor m

Snoot Mini

059059SN121° 1 200

152 110lm/w 3000K

Led Color Finish ) . \/

8 C 6000K W White 4s| 4 3880, Jas
N 4000K B Black -30 -15 0 15 30
W 3000K S Silver

1(IP-20

€V

- Surface mounted Directional Snoot tilted upto 90v - Approved Reiz energy saving electronic LED safety *Wire for mains supply cable up to 2cx1.5mm2
driver (BIS no. R-91000078) . . X
« Extruded aluminium for better heat sink of LED - Active constant current for uniform brightness
- Reiz energy saving LED driver is integrated i X X X X
«Powder coated with high U.V. & corrosion resistance THD<10% PF>0.95% surge >3kv + Optional dimmable driver via 0-10V/Dali/Bluetooth
+High CRILEDS >80
« Strain relief cable clamp. Quick connect harness - Strain relief cable clamp. Quick connect harness
fordriver fordriver

+Wire for mains supply cable up to 2cx1.5mm2




INTELLIGENT LIGHTING

Ceiling Mounted Indoor

Glo Mini I

CENY |1 [l lp-os| o4

+ Surface mounted luminaries diffused light -«
for ambient lighting for lobbies, entrances,
corridors etc .

« Constructioninsingle piece, extruded aluminium

« High efficiency PMMA diffuser with 90% -
transmittance, U.V Stabilized

« High reflectance UV polyester powder coating

001032024W03° 001 300 100° -7 1

18W 1890 Im 6000K
<} Optics:

196

001032024W03° 001 300
24W 2520 Im 6000K

Optics:
Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
White reflector with 98% reflectance « Reiz Electronic LED driver constant current

integrated, THD and Flicker<10%, PF>0.95,
Extruded aluminium for better heatsink of LED

« LED CRI:>85 consistent to 3macadam ellipse

« Strain relief cable clamp with terminal block

i ) , « Optional Dimmable control via,1 to 10V, phase
Wire for mains supply cable upto 2cx1.5mm control and bluetooth

LED consistent to 4 macadam ellipse.




INTELLIGENT LIGHTING

Kan Nano I

o 55 -
-

1000

=t 300 w-

L

o G4 -

CE\'V H 6%5 P-20

« The glo micro is made using aluminium Extrusion
- Construction in Extrusion aluminium.

« Bracket mounts on a compass fitting mechanism
internally.

« High reflectance UV polyester powder coating

02000800080N25 W 200

8W 860 Im 6000K
Optics:36° 80° 100°

02000800204N251 W 200
12W 1290 Im 6000K
Optics:36° 80° 100°

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

Extruded aluminium for better heat sink of LED

Strain relief rubber EPDM grommet cable clamp.

LED CRI>85 consistent to 3macadam ellipse

Wire for mains supply cable up to 2cx1.5mm2.

Ceiling Mounted Indoor

10200

« Reiz energy saving LED driver is integrated,
THD and Flicker <10%, PF>0.95%.

« Optional Dimmable control via,1 to 10V, phase
controland bluetooth.




INTELLIGENT LIGHTING

Versa I

eV O],

0.70K

IP-20]

o SurfacemounteddirectionalspotwithintegratedLED
driver fora minimalistic look

o Constructionindie-castedaluminiumandpressed
steelframe

o Bracketmountsonacompassfittingmechanism
internally and adjustable +45°in one axis

100

— 60 —
- 88 =~

11500000801 251 200
8W 860lm 6000K
Cut of Angle : 40° Optics: 25°

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

11500000204 251 200
12W 1300Im 6000K
Cut of Angle : 40° Optics : 25°

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

o Power coated for corrosion resistance

o Lampgfixtureholdingsystemclowforpositive
locking usingstainless steel-304 fastening

springs

o Strainreliefcableclampwithterminalblock

Ceiling Mounted

25°[

25°[ h(m) E(Ix)
0.5
1 1.0

115

J 20
[ 1460cd \ < 30

Indoor

h(m) E(Ix) D(m)

273D
683.9D
303.9
170.9
75998

D(m)

2417
604.8
268.5D
151.6D
67.13

o ExtrudedaluminiumforbetterheatsinkofLED

o Wire for mains supply cable 2cx1.5 mm?

o ReizElectronic LEDdriverconstantcurrent

integrated, THD<10%, PF>0.95




INTELLIGENT LIGHTING

Ceiling Mounted Indoor

Versa 360

13200000801 251 200 25° h(m) E(lx) D(m)

ﬂ 5 8W 860Im 6000K b | 05 2736
] i Cut of Angle : 40° Optics: 25° 1.0 683.9D
Led Color Finish ) 15 303.9
C 6000K W White 2.0 170.9
100 N 4000K B Black 30 75.9@
W' 3000K S Silver ’ ’
1

13200000204 251 200 25° h(m) E(Ix) D(m)

1 i 12W 1300Im 6000K 24178
20 76 Cut of Angle : 40° Optics: 25° 604.2)
( @ ) i Led Color Finish 268.50
1 ] C 6000K W White . |20 151.6D
W' 3000K S Silver e 1 :
F rm
CE \/ D 09Ka IP-20
o Surfacemounteddirectionalspotwithintegrated e Power coated for corrosion resistance o ExtrudedaluminiumforbetterheatsinkofLED
LED driver for a minimalistic look
o Lampg&fixtureholdingsystemclowforpositive o Wire for mains supply cable 2cx1.5 mm
o Constructionindie-castedaluminiumandpressed lockingusing stainless steel-304fastening 2
steelframe springs o ReizElectronicLEDdriverconstantcurrent
integrated, THD<10%, PF>0.95
o Bracketmountsonacompassfittingmechanism e Strainreliefcableclampwithterminalblock

internally and adjustable +£45° in one axis e LEDCRI:85




REIZ Ceiling Mounted Indoor m

INTELLIGENT LIGHTING

Kan Micro IS

001032008W0  KM1 300 97°

I_——l i 10W 1121Im 6000K
1
i

Led Color Finish
C 6000K W White
N 4000K B Black
E W' 3000K S Silver
\l
70| e
CE V|| [ p-20lios
« Low Profile Surface mounted medium beam - Highreflectance UV polyester powder coating. « LED CRI:>85 consistent to 3macadam ellipse
distribution luminaries for ambient lighting for
lobbies, entrances, corridors, porche s etc. + Extruded aluminium for better heat sink of LED « Reiz energy saving LED driver is integrated, THD
and Flicker <10%, PF>0.95%.
- Construction in Extrusion aluminium. - Strain relief rubber EPDM grommet cable clamp.

« Optional Dimmable control via,1 to 10V, phase
« Bracket mounts on a key slot mechanism. « Wire for mains supply cable up to 2cx1.5mma2. control and bluetooth




INTELLIGENT LIGHTING

Kan Mini I

CENY/ || jo-2dficos

« Surface mounted luminaire for medium beam

distribution for ambient lighting for lobbies,
entrances, corridors etc.

Construction in single piece, screw less in pure
aluminium.

Surface mounted luminaire for vertical lamp
configuration

MODERN BAZAR, DELHI

]

O

07106400112 001 3DF
15W 1440lm 6000K
Optics: 100°

& s B

@200

07106400112 001 3DF
24W 2610lm 6000K

Optics:100°

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

High reflectance UV polyester powder coating
Extruded aluminium for better heat sink of LED

Strain relief cable clamp with quick connect LED
harness

Wire for mains supply cable 2cx1.5mm?

Ceiling Mounted

Indoor

Reiz Electronic LED driver constant current
integrated, THD and Flicker <10%, PF>0.95

LED CRI:>85 consistent to 3macadam ellipse

Optional Dimmable control via,1 to 10V, phase
control and bluetooth




REIZ Ceiling Mounted Indoor m

INTELLIGENT LIGHTING

Boxy Maxx I

0011610R348 ' 001 300

li’ °‘I 12W 1303Im 6000K

LedColor [@ptics Finish

C 6000K m2° W White
N 4000K 2Z° B Black
W 3000K B6° S Silver

2654

cevi(Oo & IP-34

« Low Profile Surface mounted diffused luminaries « Highreflectance UV polyester powder coating + Reiz Electronic LED driver constant current
for ambient lighting for lobbies, entrances, integrated, THD and Flicker <10%, PF>0.95
offices staircase. « Extruded aluminium for better heatsink of LED

- LED CRI:>85 consistent to 3macadam ellipse
+ Construction in extruded aluminium housing « Strain relief cable clamp with quick connect LED
harness « Optional Dimmable control via,1 to 10V, phase

- High efficiency PMMA diffuser with 90% control and bluetooth

transmittance, U.V Stabilized « Wire for mains supply cable 2cx1.5mm?

« White reflector for 98% reflectance




INTELLIGENT LIGHTING

Boxy Mega I

——— & 0011620R396' 001 300
: 40W 4380Im 6000K
! Optics: 100°
swsa swoso.  LedColor Finish
C 6000K W White
N 4000K B Black
. . W' 3000K S Silver

€ \|7 ] g IP-34

« Surface mount luminaire to provide high output
wide beam diffused light for Lobbies, Entrance,
Offices.

« Construction in mitered extruded aluminium
frame with Polycarbonate diffuser

« High reflectance UV polyester powder coating

Extruded aluminium for better heatsink of LED
Strain relief cable clamp with terminal block
Wire for mains supply cable 3cx1.5mm?

Reiz Electronic LED driver constant current
integrated, THD and Flicker <10%, PF>0.95

Ceiling Mounted Indoor m

100° -

=75

-60

-45

« LED CRI>85 consistent to 3macadam ellipse

- Optional Dimmable control via,1 to 10V, phase
controland bluetooth
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REIZ Track Luminaires Indoor

INTELLIGENT LIGHTING

Track Jet I

004000008013451° W 2MA 45°’9°L ‘
6W 705Ilm 6000K

Led Color [Opties Finish

C 6000K m2° W White
N 4000K 2&° B Black
W' 3000K B6° S Silver

- 50 =
= 130 MAX. =

IP-20) <ol

90°

e\[O) |

+ Low glare directional downlight for track « Lamp housing can rotate 340° for precise « LED CRI>85 consistent to 3macadam ellipse

mounting directional lighting
+ Optional Dimmable control via,1 to 10V, phase
+ Construction in die-cast aluminium and brass + Extruded aluminium for better heatsink of LED control and bluetooth
+ High reflectance UV polyester powder coating « Reiz Electronic LED driver constant current

integrated, THD and Flicker <10%, PF>0.95,




REIZ Track Luminaires Indoor

INTELLIGENT LIGHTING

Spyeye

19215000204 mm1 2
- 8W 940lm 6000K
Cut Off Angle: 15°

155
1 19215000204 mm1 2
12W 1420lm 6000K
<120 » =55+ Cut Off Angle: 15°
19215000204 mm1 2
15W 1650Im 6000K
Cut Off Angle: 15°
Led Color [@ptiEs Finish
C 6000K M2° W White
N 4000K 2&4° B Black
— W' 3000K [B6° S Silver
F ;A< .
CE \/ D 065Kg|| 340° || £90° 1P-20)
- Main voltage single or 3phase track, surface - Self-locking system at swivel 340 and + Extruded aluminium for better heatsink of LED
i idi i irecti tilt 90°
{%?]ltmmd light providing flexible & directional I - Reiz Electronic LED driver constant current
. Manufactured from extruded aluminum integrated, THD and Flicker <10%, PF>0.95,

+ Narrow and medium beam for accent lighting in

museum, exhibition, art galleries & retail areas « High reflectance UV polyester powder coating - Optional Dimmable control via,1 to 10V, phase
control and bluetooth




REIZ Track Luminaires Indoor

INTELLIGENT LIGHTING

Spyeye Maxx

19216015W04 mm1 2 MA
15W 1780Im 6000K

o 2 19216020W04 mm1 2 MA
20W 2300Im 6000K

Led Color [Opfics Finish
C 6000K Mm2° W White

CEW 4 || (<2l | J N 4000K 24° B Black

065Ky 340° | [+90° W 3000K B@6° S Silver

+ Main voltage single or 3phase track, surface - Manufactured from die-cast aluminum + Reiz Electronic LED driver constant current
mounted light providing flexible & directional integrated, THD and Flicker<10%, PF>0.95,
light « High reflectance UV polyester powder coating
« LED CRI >85consistent to 3macadam ellipse
+ Narrow and medium beam for accent lighting in « Extruded aluminium for better heatsink of LED
museum, exhibition, art galleries & retail areas « Optional Dimmable control via,1 to 10V, phase
« Wire for mains supply cable 3cx1.5mm? control and bluetooth, Cut Off Angle: 15°

+ Self-locking system at swivel 350 and
tilt90°

i
F




REIZ Track Luminaires Indoor

INTELLIGENT LIGHTING

Sun Spot I

19017700209 mm1 2
20W 2380Ilm 6000K

' 19017703009 mm1 2
30W 3575Im 6000K

— Led Color [Opfi€s Finish
CE\ly | " 1P-20 X | C 6000K M2° W White
340° | [ 4000 N 4000K 24° B Black
W 3000K B6° S Silver

+ Main voltage single phase and 3 phase track- . Manufactured from die-cast aluminum « Reiz Electronic LED driver constant current
mounted light providing flexible & directional integrated, THD and Flicker <10%, PF>0.95,
light « High reflectance UV polyester powder coating
+ Narrow, medium and wide beam for accent «» LED CRI: 85 consistent to 3macadam ellipse
lighting in museum, exhibition, art galleries & . Reflector aluminium 99.9% silver bright anodized
retail areas + Optional Dimmable control via,1 to 10V, phase
+ Extruded aluminium for better heatsink of LED control and bluetooth

+ Self-locking system at swivel 340 & tilt 90°
«Cut Off Angle : 5°

r

15—
S e B W




INTELLIGENT LIGHTING

Mains Voltage Track

[ 4

« Heavy Duty mains voltage track with separate busbar for total safty
« Live end connector terminal block rated for 25 amperes

« Dual locking spot adaptor rated for 10 amperes alongwith a spring
loaded earth clip

« Spot adaptor can accept maximum mechanical force of 25 Kilograms;
These are with spot &glass heads

- Rectangular bus bar technology maximum area of contact, using
99.9% pure copper rated for 25 amperes load

- Available inlengths of  meter, 2 meters and 3 meters
« Reizspots are available in three different colors

« All housings can withstand high temperatures and are made from
Fire Retardant polycarbonate as per UL9VO standards

« The aluminium track s also the earth conductor

«+ Single phase track lights working on 240 VAC can be extended via
couplers to any length, limited only by the total system voltage of
5000VA.

« Reiz Spots are available on page nos 39 &40

« Track can be suspended to a custom drop below the ceiling by ordering
the track extension system

Track Luminaires

041000000010000 200 »
MV Track
Length = Tmeter

041000000020000 200 »
MV Track
Length =2meter

041000000030000 300 »
MV Track
Length =3meter

044000000LFO000 200 »
MV Live End Left
044000000RTO000 200 »
MV1 Live End Right

045000000NC0000 200 »
MV Straight Coupler
Non Conductive

RPCTSPLCO108035A HO »

MV SSingle Phase L CouplerInside
046000000.02 »

MV1 L Coupler Outside

RPCTSPTCO180180A HO »
MV Single Phase T Coupler Left
047000000.02 »

MVT Coupler Right

RPCTSPXC0180180A HO »
MV Single Phase X Coupler

049000000000000 200 »
MV Dead End

050000000. »
MV Spot Adaptor

Indoor

—,

e




INTELLIGENT LIGHTING

Track Luminaires

3~PhaseTrack NN /31M0000000000 0

The Reiz 3 circuit track for surface mounting is a 5-conductor
track with three separately switchable circuits.

It consists of an extruded aluminium profile, which also functions
as earth, and an inserted plastic profile carrying 4 embedded 3
mm square copper conductors.

The track can easily be cut to length on site. It is not necessary
to cut or bend back the copper wire

Spot connectors can accept maximum mechanical force of 25
Kilograms; these are integrated spot & glass head

The track has pre-punched holes for fixation. Available in lengths
of | meter, 2 meters and 3 meters

The aluminium track is also the earth conductor

The 3 circuit track fulfills the requirements of IEC 570 (VDE 0711,
section 300/09.91) for 250V 16A and may be used within hand
reach

3 circuit tracks can be combined with electronic low voltage
tracks and low voltage high profile tracks by means of cubes or
flexible corners for various geometry of track types

3 phase track lights working on 240 VAC can be extended via
couplers to any length, limited only by the total system voltage
of 5000VA.

Track can be suspended to a custom drop below the ceiling by
ordering the track extension system

MV3 Track
Length = Tmeter

TKMV32M0000000000 0 »
MV3Track
Length =2meter

TKMV33M0000000000 O »
MV3Track
Length =3meter

RPCTTPMJ0O068031A  HO »
MV3 Track Joiner Left

332, )

MV3 Track Joiner Right

RPCTTPLEO100032B  HO »
MV3 Live End Left

342 )

MV3 Live End Right

RPCTTPSC0165032B  HO »
MV3 Straight Coupler

RPCTTPLC0O100100A HO »
MV3 L Coupler Inside

362 »

MV3 L Coupler Outside

RPCTTPTC01651008 HO »
MV3T Coupler Left

372 »

MV3T CouplerRight

RPCTTPXC0165165A  HO »
MV3 X Coupler

TKMV3DE0O000000000 0 »
MV3 Dead End

40. »
MV3 Spot Adaptor

Indoor




WALL
MOUNTED

Minimelisiic design to merge with maoderr
ntErnes with direct-indirect lighting grving

=git aiffirse lght, They tan be perzonzlised

using LED ¢alor, aptice & finish




REIZ Wall Mounted Indoor m

INTELLIGENT LIGHTING

LedlineT5 I

1670000R248 001 200

9W 975Im 6000K Length:550mm
=

1670000R296 001 200
18W1965Im6000K Length:1150mm

f—————3%———T1+ 1%
- 1150 -

Led Color Finish
C 6000K W White

N 4000K B Black
CE\IV D 5%(; 1P-20 W' 3000K S Silver

« Retrofit LED tubelight for T5 flourescentlamp,  « Extruded aluminium for better heatsink of LED + LED CRI: 85 consistent to 2macadam ellipse
the LED driver is separate
. Reiz Electronic LED driver constant current - Optional Dimmable control via,1 to 10V, phase
. Cor;]slt)n#itﬁionhin extruded anodized aluminium remote, THD and Flicker <10%, PF>0.95, control and bluetooth
with buff finis

GOA MARRIOT




REIZ Wall Mounted Indoor m

INTELLIGENT LIGHTING

Ledline T8

1670000R248 001 200

aly
T 9W 975Im 6000K Length:600mm

1670000R296 001 200
18W1965Im6000K Length:1200mm

Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
F ry
CE \/ D b.5Kg |[IP-20)
- Retrofit LED tubelight for T8 flourescent lamps, « Extruded aluminium for better heatsink of LED - Reiz Electronic LED driver constant current
the LED driver is integrated. « Strain relief cable clamp with quick connect LED remote, THD<10%, PF>0.95, )
harness + LED CRI:>85 consistent to 3macadam ellipse
« Construction in extruded anodized aluminium
with buff finish + Standard T8 pitch connectors

XINDIA, IMT MANES




REIZ Wall Mounted Indoor m

INTELLIGENT LIGHTING

Light Saber I

- o -

== I ..+ 01200001000 0015280
6W 645Im 6000K

II I, I]+

01200001000' 001S2B0

9W 990Im 6000K
L I 1
% - B -
(=i a0 | 01200001800 - 001S2B0
15W 1635Im 6000K
- hr. | -
== I "+ 01200001800 - 001S2B0 143° =T
CE\IV D -(%- IP-34 20W 2185Im 6000K =73}
n::=||=::|;|i i

01200002400 001S2B0
24W 2620Ilm 6000K

01200003600 001S2B0
36W 3940Ilm 6000K

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

« Elementary sleek diffuse LED luminaire for  « Optional Loopinloopoutconnectorsforeasydaisy -« LED consistenton4 macadam ellips.
mounting in general areas and coves chain connectors
- Reiz Electronic LED driver constant current
- Construction in extruded aluminium channel - High reflectance UV polyester powder coating integrated, THD<10%, PF>0.95,
with Polycarbonate molded end caps >70un
« LED CRI:>85 consistent to 3macadam ellipse
- Premounting polycarbonate Bracket for easy
snapininstallation

]

) W O
= : i *l

SPRING, BOARD, PAN INQER




REIZ Wall Mounted |Indoor

INTELLIGENT LIGHTING

Light Saber Day Light Harvest I

143%°9 |
01200001800 001S2B0 el
20W 2180lm 6000K
s Cut Off Angle : 5° Optics:121° -89
|! U ?\) 0 ”43 -45|
¢ Led Color Finish
C 6000K W White
N 4000K B Black
W 3000K S Silver
CE ;; D D 50Kg IP-34
- Elementary sleek diffuse LED luminaire for - High reflectance UV polyester powder coating « Reiz Electronic LED driver constant current
mounting in general areas and coves. integrated, THD and Flicker <10%, PF>0.95,
« Pre mounting Polycarbonate Bracket for easy
- Ligh output will be increase or decrease snap ininstallation. « LED CRI>85 consistent to 2macadam ellipse

according day light
- Strain relief cable clamp with pigtail wires
- Construction in extruded polycarbonate channel =
with P.C. molded end caps. « Wire for mains supply cable upto 2cx1.5mm2.

25%

95%




REl Wall Mounted Indoor

INTELLIGENT LIG

Light Baton I

32000000724 001 500

= 300mm ——~ 6W 645Im 6000K
( D
= ) 600 mm ) =
( ) 32000001524 001 500
15W 1635Im 6000K
R 900 mm =
( D
= 1200 _ 32000002024 001 500 143%0
m 20W 2185Im 6000K
d D “s
32000002424 001 500
24W 2620Im 6000K
F [
CE \/ L1 {[ hip-20
Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
. Elementary Sleek fluorescent luminaire for « Strain relief cable clamp with pigtail wires + LED CRI:>85 consistent to 2macadam ellipse
mounting in general areas and coves. + Optional Dimmable control via,1 to 10V, phase
« LED consistantto 2 macadam ellipse control and bluetooth

+ Polycarbonate channel with molded end caps.
« Reiz Electronic LED driver constant current
+ Reiz constant current electronic driver inbuilt integrated, THD and Flicker <10%, PF>0.95

« Fixture holding system using mounting clip.




INTELLIGENT LIGHTING Wall Mounted Indoor

| Light I

13501400110W: 001 260

. i 10W, 980Im 6000K
600
™
445
il 13501400115300 1W 260
15W, 1480lm 6000K
|l
- 60 —
— 100 —
Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver
CE ;; D j‘ozng IP-55
« Extruded aluminium for better heatsink of LED integrated, THD and Flicker <10%, PF>0.95,

- Soft diffused light to accentuate pillars, corridors, « LED CRI>85 consistent to 2macadam ellipse
bathrooms and living areas . el ; ;
Strain relief cable clamp with terminal block . Wirefor mains supply cable 3cx1.5mm?

+ Construction in pressed steel sheet and diffused | s ; 2
OPAL polycarbonate pipe Wire formains supply cable 3cx1.5mm « Optional Dimmable control via,1 to 10V, phase

. Rei ; ; control and bluetooth
- Highreflectance UV polyester powder coating >70un Reiz Electronic LED driver constant current




INTELLIGENT LIGHTING Wall Mounted Indoor

Vanity I

00401604000300 1W 300

\‘ tEGOrrrn:i 20W, 1800Im 6000K ON REQUEST

o [5\ ON REQUEST )00300 1w 300

m 6000K

- 635mm ~
R

0 -

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

T00mm
5
5

1200mm

CE\'V ] -Q(g- IP-34

-Integrated Diffused light within the mirror Ideal for ~ -High temperature cable 2 Core data cable. Wire  -LED consistent to 4 macadam ellipse
bathroom and dressing room from mains supply 2Cx1.5mm?2

) . ) «Optional dimmable driver via 0-10V/Dali/Bluetooth
«Construction in extruded aluminium housing for better ~ BIS approved Reiz energy saving electronic LED

heat sink of LED safety driver (BIS NO.R-91000078) is integrated -Active constant current for uniform brightness
«Strain relief cable c|amp with quick connect LED «REIZ LED driver THD<10% PF >0.95 Ripp|e<10% «LED CRI>85

harness. Surge >3kv
-All hardware in SS-304. «IDC(Insulation displacement connector) for easy

looping of connections
+Double powder coated with high U.V. & corrosion
resistance.




REIZ Wall Mounted Indoor

INTELLIGENT LIGHTING

A-Light I

!
32000000724 001 200

5W 490Im 6000K
Length:1000mm

- WWQ0G —=— WWQGZ =

S
=
32000001024 001 200 139°-s0 w0
I 10W 990Im 6000K s . v
Length:1000mm .:
-60 60
173
1h

EYVE
é?
,
&
5
\
4
g
\
.
o
ol
o
-
&
w
g
=
[}

32000001524 001 200
15W 1490Ilm 6000K
Length:1000mm

(€ W @ 6%; IP-55

32000002024 001 200

20W 1990Im 6000K
Length:1000mm

Led Color Finish

C 6000K W White
N 4000K B Black
W 3000K S Silver

« Surface mounted low profile luminaire givingsoft ~ « Strain relief cable clamp with tquick connect LED - Optional Dimmable control via,1 to 10V, phase
light at 45° angle to optimize light output from harness control and bluetooth
cabinets and coves
- Available with diffuseralso + LED driven with active current control circuith
« Construction in extruded anodized aluminium
with buff finish « Reiz Electronic LED driver constant voltage 24V
DCis remote, THD and Flicker <10%, PF>0.95,
« Fixture holding system using double side tape
« LED CRI: 85 consistent to 2macadam ellipse
« Extruded aluminium for better heatsink of LED

{USAIN, NEW DELHI




INTELLIGENT LIGHTING

U-Light I

32000000524 001 500
5W 490Im 6000K

-—18

Length:1000mm

—-—7

CEW @ .(% IP-65

- Surface mounted low profile luminaire giving soft

light to optimize light output from cabinets and
cgves anc’i)}:)uttablg for iIHl)minating cabinets &

shelves.

Construction in extruded Anodized aluminum
with buff finish

Fixture holding system using double side tape,
and SS 304 clip

32000000724 001 500
10W 990Im 6000K
Length:1000mm

32000001524 001 500
15W 1490lm 6000K
Length:1000mm

32000002024 001 500
20W 1990Im 6000K
Length:1000mm

Led Color Finish

C 6000K W White
N 4000K B Black
W 3000K S Silver
X RGB

Extruded aluminium for better heatsink of LED

Strain relief cable clamp with quick connect LED
harness

LED consistantto 2 macadam ellipse

Reiz Electronic LED driver constant voltage 24V
DCis remote, THD and Flicker <10%, PF>0.95,

Wall Mounted

Indoor

« LED CRI>85 consistent to 3macadam ellipse
« LED are driven with active curren control circuit

« Optional Dimmable control via,1 to 10V, phase

control and bluetooth




REIZ Wall Mounted |  Indoor

INTELLIGENT LIGHTING

U-LightWide I

32000U21024XRG1 W 400
10/W 5W PERCOLOR
S e Length:873mm

CCT-RED/GREEN

- &

Led Color Finish

i C 6000K W  White
N 4000K B Black
W' 3000K S Silver
L]
€ §\7 @ IP-44
350gm|

+ LED U light with wide angle throw of 180 degree for *IDClInsulation displacement connector) for easy . LED U light with wide angle throw of 180 degree

Q00K LT

mounting in general areas and coves looping of connections for mounting in general areas and coves.
- Construction in extruded Aluminum for good heat *Optional dimmable driver via 0-10V/Dali/Bluetooth . Construction in extruded Aluminum for good heat
dissipation . . . dissipation.
« Active constant current for uniform brightness
+ Polycarbonate channel with molded end caps . . + Polycarbonate channel with molded end caps.
- Availablein 1,2,3 Meter Length Reiz constant Voltage 24V DC electronic driver
+ REIZ LED driver THD <10% >PF -0.95 Ripple<10% . o is remote.
surge >3kv + Reiz constant Voltage 24V electronic driver is
remote THD.<10%,PF.-0.95,Ripple<10%. High CRI
LEDS >85

€« OEESR




INTELLIGENT LIGHTING

U-Light Combo I

32000UL1324C' 001 S200

24—

ﬂ 13W 1430lm 6000K

Length:585MM

—

C€ W @ % IP-20

- Linear Sleek diffused luminaire with multiple
spots to highlight merchandise in shelves/Wall
grazingusing narrow optics.

« Also available with continious linear lens

« Lens to highlight the merchandise with 45 degree
beam

- Construction in extruded Aluminum for good
heat dissipation.

~ 585 > MG
32000UL2624C 001 S200
[ i 1 éﬂ 26W 2860Im 6000K
[} Length: 1160MM
- 1160 - =5

Led Color Finish

C '6000K S Silver
N "4000K

W "3000K

+ Aluminium channel with molded end caps.

+ Reiz constant Voltage 24V DC electronic driver
is remote

+ Approved Reiz energy saving electronic LED safety
driver (BIS no. R-91000078)

+ REIZ LED driver THD <10% >PF -0.95 Ripple<10%
surge >3kv

Wall Mounted Indoor m

ON REQUEST

« IDC(Insulation displacement connector) for easy
looping of connections

+ Optional dimmable driver via 0-10V/Dali/Bluetooth.

« Active constant current for uniform brightness.
Availablein 1,2,3 Meter Length. High CRILEDS >85




INTELLIGENT LIGHTING

H- Light Linear Lens

32000HL05243001 S2LL

5W 550Im 6000K
Length:1000mm

-

32000HL1024300

10W 1100Im 6000K
Length:1000mm

m
- 25 =

u - 1000

IP-20

QAN

48Kg

« LED H light with linear lens to throw of 25 degree
beam.

« Provison for hiding the cable..

« Construction in extruded Aluminum for good
heat dissipation.

- - 20 =

32000HL1524300

15W 1650Im 6000K
Length:1000mm

Led Color
C '6000K
N "4000K
W 3000K

Finish

« Aluminium channel with molded end caps.

« Reiz constant Voltage 24V DC electronic driver
is remote.

« Approved Reiz energy saving electronic LED safety
driver (BIS no.R-91000078)

« REIZ LED driver THD <10% >PF -0.95 Ripple<10%
surge >3kv.

18 2LL

1S 2LL

S Silver

Wall Mounted Indoor

ON REQUEST

+ LED driven with active constant and reverse con-
nection protection.

« IDC(Insulation displacement connector) for easy
looping of connections

+ Optional dimmable driver via 0-10V/Dali/
Bluetooth.

+Availablein 1,2,3 Meter Length




REIZ Wall Mounted Indoor

INTELLIGENT LIGHTING

Cabinite I

173000013053451 S 200
13W/mtr 1430Ilm 6000K
Length:585mm

ol

< 173000026053451 S 200
26W/mtr 2860Im 6000K

™ iR Length:1170mm
) °
4 L
r Led Color Finish
27 C '6000K S Silver
? N '4000K
W 3000K
CENF <> [ M le-20
565Kg
 Linear directional diffused luminaire with multiple spots *Active constant current for uniform brightness. + Reiz LED driver THD <10% PF >0.95 Flicker <10%
to highlight merchandise in shelves +Lens 45vbeam to highlight the merchandise Surge >3kv
- Adjustable bracket to focus the desired area « IDC(Insulation displacement connector) for easy «High CRILEDS >80
« Construction in extruded Aluminum for good heat looping of connections « Optional dimmable driver via 0-10V/Dali/
dissipation « BIS approved Reiz energy saving electronic LED  Bluetooth

- Polycarbonate channel with end caps safety driver (BIS NO. R-91000078) is remote « Available in 1,2,3 Meter Length.




REIZ Wall Mounted Indoor

INTELLIGENT LIGHTING

Jet I —

3 O 00400000801 mm1 200
‘ 2 8W 875Im 6000K
; BE ey Cut Off Angle : 30°
'gb\‘_g | \// Led Color Optics Finish
C 6000K m2 W White
3 T T e s N 4000k 24° B Black
» W' 3000K B6° S Silver
CeNY/ | L |l
35Kg 340
LED spot luminaire directional up to 100° and - Pressure die cast aluminium for better heatsink - Reiz Electronic LED driver constant current
swiveling up to 340° of LED integrated, THD and Flicker <10%, PF>0.95,
+ Strain relief cable clamp with terminal block ) )
Construction in Die-cast aluminium and pressed » LED CRI: 85 consistent to 3macadam ellipse
alluminium frame - Wire for mains supply cable 3Cx1.5mm?

« Optional Dimmable control via,1 to 10V, phase
High reflectance UV polyester powder coating control and bluetooth




Wall Mounted Indoor
INTELLIGENT LIGHTING

Bar Directional Spot NG

00300101803 mm1 200
18W 1800lm 3000K
Cut Off Angle : 30°

LedColor IOpEiEs Finish

C 6000K m2° W White
N 4000K 24° G Gold
W 3000K B6° S Silver

CEW L -@q— IP-20 Hz

» Rectangular base to mount 2 or 3 lamps with  « Wire for mains supply cable 3Cx1.5mm? « LED CRI: 85 consistent to 3macadam ellipse
various spots

« Reiz Energy saving Electronic LED driver « Optional Dimmable control via,1 to 10V, phase
« Manufactured from pressed metal sheet, brass Integrated. PF>0.95, THD < 10%, Flicker <10% control and bluetooth
sheet and high pressure die cast aluminium.

« Wire for mains supply cable 3Cx1.5mm?
« Strain relief cable clamp with terminal block




INTELLIGENT LIGHTING

Wall Mounted Indoor

Terra I

18015300801 001 200 146° | 1A RS "
j 8W 630Im 6000K AINNA
s Led Color Finish -/ \\QO/\ X e
) i C 6000K W White R
= 95 - —E730- N 4000K B Black
W' 3000K S Silver
F/| L |lal.
CE \/ = |o4skg] |IP-20
+ Low glare indirect up down light for throwing ~ « Extruded aluminium for better heatsink of LED + LED CRI: 85 consistent to 3macadam ellipse
grazing light for wall wash in corridors and living
areas « Strain relief cable clamp with terminal block + Optional Dimmable control via,1 to 10V, phase

- Construction in pressed metal sheet and
extruded aluminium

- High reflectance UV polyester powder coating.

RESIDENCE, SOU

.

control and bluetooth
Wire for mains supply cable 3cx1.5mm?
+ CutOff Angle: 80° Optics: 180°
Reiz Electronic LED driver constant current
integrated, THD and Flicker <10%, PF>0.95,




INTELLIGENT LIGHTING Wall Mounted Indoor

Cornice N

32012CR05243001° S 200
5W/mtr 490lm 6000K

on RequesT

- 32012CR10243001 S 200
10W/mtr 990Im 6000K
. A
o
B 32012CR15243001° S 200
15W/mtr 1490Im 6000K
! =5
'Led Color Finish
IC 6000K W White
N" 4000K B Black
W' 3000K S Silver
F rn
€ \/ L | e 50
. i i «Wire from mains up to 3 core X 1.5mm2
« Wall mounted linear diffused uplight LED luminaire makes Abcrité\r/]fng)snstant current for uniform P
cove effect « REIZ LED driver THD<10% PF >0.95 Ripple<10%
. i i Surge >3kv
« Construction with extruded aluminium and polycarbonate Izggvlsg;tiﬁ);(ﬂﬁg:‘a:eecr{:gggconnector) for .LED ch| >80
diffuser ’
. i i i - Active constant current for uniform brightness
- Polyester powder coated with high U.V. & corrosion BIS approved Reiz energy saving electronic 2

LED safety driver (BIS NO. R-91000078) + Optional dimmable driver via 0-10V/Dali/

resistance/Silver anodised is remote Bluetooth




Wall Mounted Indoor
INTELLIGENT LIGHTING

21718301501 001 200

- 98 - = 196 - 15W 1780Ilm 6000K
Optics:90°
A
&
/ Led Color Finish

f C 6000K W White O REQUESH
/ N 4000K B Black
/ W' 3000K S Silver

T [L] s

» Wall mounted uplighter for grazing of walls for ~ « Extruded aluminium for better heatsink of LED

+ Reiz Electronic LED driver constant current
use in hotels and restaurants

integrated, THD and Flicker <10%, PF>0.95,
« Strain relief cable clamp with terminal block « LED CRI: 85 consistent to 3macadam ellipse

« Construction in die-cast aluminium and pressed

metal sheet + Wire for mains supply cable 3Cx1.5mm? « Optional Dimmable control via,1 to 10V, phase

control and bluetooth
+ High reflectance UV polyester powder coating

GOA, MARRIOT



SUSPENSION
LUMINAIRES

Convervent ana User triendly. thess lumi-
raires corme with adjustable siainless stesl
suspansian syatem 10 oplimize hisigh, THE],[_.
can be personlised using LED colors, oplics
and fimsh, - B




WE . W e Suspension Luminaires Indoor

Up Down Rapier 65X30 I

D 148MUD330WO03DF1" 2SP
20W/mtr 2200Im 6000K

i

1 148MUD530W03DF1° 2RC
36W/mtr 3960Im 6000k
Led Color Finish
C 6000K W White
N 4000K B Black
! W' 3000K S Silver
F
e\ [O][
« Suspension LED luminaire for even diffused up +Wire from mains up to 3 core X 1.5mm2 + REIZ LED driver THD<10% PF >0.95 Ripple<10%
&downward light. Surge >3kv LED CRI>80
- Active constant current for uniform brightness
«Incremental suspension system with s.s wiers + Active constant current for uniform brightness.
- IDC(Insulation displacement connector) for easy
. Construction with extruded aluminium for better looping of connections « Optional dimmable driver via 0-10V/Dali/
heat sinkand polycarbonate diffuser Bluetooth Available in 1,2,3 Meter Length
- BIS approved Reiz energy saving electronic LED
- Polyester powder coated with high U.V. & safety driver (BIS NO.R-91000078) is integrated

corrosion resistance/Silver anodised. >70un




T M Suspension Luminaires Indoor
Gl G

Rapier Mini

148095020003 mm1 2 1307~ 12
20W/mtr 2180lm 6000K RIS
ITo)
[p] -60
-45 \\"' 680 \ P 45

35 s 0 1

1480950R572 mm1 2
36W/mtr 4380Im 6000K

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

CEN/ (O] [ lr-0

- Suspension Sleek LED luminaire for mounting  « Reiz constant Voltage electronic driver 24V DC  + Optional Dimmable control via,1 to 10V,
in general areas and coves. is remote, THD<10%, PF>0.95, Flicker<10% phase control and bluetooth

- Construction in extruded Aluminum for good - LED CRI>85 consistent to 2macadam ellipse + Available with suspension kit Tmtr.
heat dissipation

+ Polycarbonate channel with molded end caps.




INTELLIGENT LIGHTING

Suspension Luminaires

Rapier Combo I

. 1480950R572 mm1 2
{ 40W/mtr 4380lm 6000K

“m»——\ﬁ—
L =

(€ \Iy |:| i%. IP-20

+ The Rapier Combo is acombination of diffused
downlightand spot lighting

+ This light is also available in up down version
where up lightis 25%

+ Construction with extruded aluminium and &
machined brass

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

« High efficiency PMMA diffuser with 90%

transmittance, U.V Stabilized

« Highreflectance UV polyester powder coating

- Fixture holding system using stainless steel-304

fastening springs

Indoor

ON REQUEST

« Wire for mains supply cable 3cx1.5mm?

Line Joiner to be ordered separately

Reiz Electronic LED driver constant current
integrated, THD and Flicker <10%, PF>0.95,

« LED CRI: 85 consistent to 3macadam ellipse
+ Extruded aluminium for better heatsink of LED
+ Incremental suspension SS-304 wire adjustable

« Optional Dimmable control via,1 to 10V, phase
upto Tmtr

« Strain relief cable clamp control and bluetoot

o Cutoff Angle:60°




INTELLIGENT LIGHTING

Rapier

l

CE\V ] .2%9. IP-20

LED luminaire for even diffused downward light

Available in up & down light,1/3 Up and 2/3
down The up LEDs lights up the ceiling to give a
pleasant working atmosphere in offices

Construction with extruded aluminium and &
machined brass

Incremental suspension SS-304 wire adjustable
upto mtr

Suspension Luminaires

14809500121 mm1 2
20W/mtr 2180Im

1480950R572 mm1 2
40W/mtr 4380Im

1
R L5102 75

Led Color Finish

C 6000K W  White
N 4000K B Black
W' 3000K S Silver

High efficiency PMMA diffuser with 90%
transmittance, U.V Stabilized

High reflectance UV polyester powder coating >70un

Fixture holding system using stainless steel-304
fastening springs

Extruded aluminium for better heatsink of LED

Strain relief cable clamp

Indoor

Rapiers can be joined end to end create a
continuousstreakofLightusingthelinejoiner.

M.S. Joiner Line

« Wire for mains supply cable 3cx1.5mm?
+ Line Joinerto be ordered separately

« Reiz Electronic LED driver constant current
integrated, THD &flicker <10%, PF>0.95,

« LED CRI: 85 consistent to 3macadam ellipse

+ Optional Dimmable control via,1 to 10V, phase
control and bluetooth

+ CutOff Angle:60° Optics: 131




REIZ Suspension Luminaires Indoor

INTELLIGENT LIGHTING

Cone Spot I

048H95R1592 mm1 21 131%90
20W 2200Im 6500K

Cutoff Angle: 60° s
T Led Color Finish -&0
e C 6000K W White
= N 4000K B Black a5
= W' 3000K S Silver

CEW O &Ka P-20

+ LED luminaire for suspended with a narrow and « Strain relief rubber EPDM « Reiz energy saving LED driver is integrated
medium beam foraccent lighting in THD<10% PF>0.95% Flicker <10%
museum, exhibition, art galleries & retail areas. « Extruded aluminium for better heat sink of LED

« Optional Dimmable control via,1 to 10V, phase
- Construction with extruded aluminium - Polyester powder coated with high U.V. & control and bluetooth
corrosion resistance

Incremental suspension SS 304 wire adjustable
upto 1 meter « Wire from mains up to 2 core X 1.5mm?2




INTELLIGENT LIGHTING

Suspension Torch GGG

~755 =

O-

CE\'V O %-éz P-20

- LED luminaire for suspended even diffused downward light
- Suspension cable 1Mtr
-Ideal for reception, restaurant

-Construction in extruded Aluminum for good heat dissipation

Suspension Luminaires Indoor

020013008003001Bmm200 131%90
8W 880Im 3000K 75
Led Color Finish -60
C 6000K W White

N 4000K B Black a5
W' 3000K S Silver

« Reiz energy saving LED driver is integrated
- Polycarbonate dome with striations- THD<10% géo,gs%gphcker <10% E

-Reizconstantcurrentelectronicdriverisintegrated . Qptional Dimmable control via, 1 to 10V, phase

control and bluetooth

-Polyester powder coated with high U.V.&corrosion

resistance




INTELLIGENT LIGHTING

Suspension Luminaires Indoor

248000015W: 0001 200

15W 1650Im 6500K ON REQUEST
Led Color Finish

C 6000K W White

N 4000K B Black

W' 3000K S Silver

eV |O

0.50Kd [IP-20]

+ LED luminaire for suspended even diffused + Construction in extruded Aluminum for good « ReizElectronic LED driver constant current
downward light heat dissipation integrated, THD and flicker <10%,PF>0.95

« Suspension cable 1Mtr « Polycarbonate dome with striations «+ LED CRI:>85 consistent to 3macadam ellipse

« Ideal for reception, restaurant « Reiz constant current electronic driver is « Optional Dimmable control via,1 to 10V, phase
integrated. controland bluetooth




REIZ Suspension Luminaires Indoor

INTELLIGENT LIGHTING

Suspension Umbrella I

02000801505300W 200

R ) 25W 2750Im 3000k ON REQUEST
B Led Color Finish
E C 6000K W White
S N 4000K B Black
= W' 3000K S Silver
=
T

Q7L .

- LED luminaire for suspended even diffused downward light

. L + Reiz energy saving LED driver is integrated
- Polycarbonate dome with striations- THD<10% PF>0.95% Flicker <10%

- Suspension cable 1Mtr -Reizconstantcurrentelectronicdriverisintegrated . Qptional Dimmable control via, 1 to 10V, phase
control and bluetooth
-Polyester powder coated with high U.V.&corrosion

-Ideal for reception, restaurant
resistance

-Construction in extruded Aluminum for good heat dissipation




INTELLIGENT LIGHTING Suspension Luminaires Indoor

Moon Face NG

0600MNF50WO0C00W0 300

50W 5500lm 3000K
1 PhotometriconRequest
Up Light

EE0L

0600MNF80W0300° W0 300

- Bo0 - 80W 8800Im 3000K
Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver

€ W L] |IP-20

+ LED luminaire for suspended even diffused « Polyester powder coated with high U.V.& + Optional dimmable driver via 0-10V/Dali/Bluetooth
downward light corrosion resistance
« BIS approved Reiz energy saving electronic LED safety
» Constructionwithextruded M.Sand polycarbonate « Wire from mains up to 2 core X 1.5mm2 driver (BIS NO. R-91000078)
diffuser, metal sheet
- Active constantcurrentforuniformbrightness  « Reiz energy saving LED driver is integrated THD <10%
+ Incremental suspension SS 304 wire adjustable
upto 1.5 meter

. - o Bl e "'\.| i |
| ! N
i
- T~
e ] — ~
¢ |




REIZ Suspension Luminaires Indoor

INTELLIGENT LIGHTING

Hexagon NN

048H95R1592 mm1 2
e . 42W 5020Im 6000K ,
n Cutoff Angle:60° PhotometriconRequest
Up Light
8 Led Color Finish
C 6000K W White
- N 4000K B Black
oo . W' 3000K S Silver
_——
CE \Iy D 1kg_|[IP-34
« LED luminaire for suspended/ Recessed even . Extruded aluminium for better heat sink -+ Reiz energy saving LED driver is integrated.
diffused downward light, in Ipbbies ,entrances THD<10%, PF>0.95
+ Strain relief cable clamp ) .
« Construction with extruded aluminium and « LED CRI>85 consistent to 3macadam ellipse
acrylic diffuser, machined brass & pressed metal + Polyester powder coated with high U.V. &
sheet corrosion resistance
« Incremental suspension SS 304 wire adjustable + Wire from mains up to 2 core X 1.5mm2

upto 1.5 meter




INTELLIGENT LIGHTING

Vv |\o

8Kg

IP-20

£e0k

-

@ 900

+ LED luminaire for suspended even diffused downward light

- Construction with extruded M.S and polycarbonate

diffuser, metal sheet

« Incremental suspension SS 304 wire adjustable upto 1.5

meter

- Polyester powder coated with high U.V. & corrosion

resistance

0600RNG36W0C00W0 300

36W 110Im/W 3000K

Suspension Luminaires Indoor

PhotometriconRequest
Up Light

0900RNG50W0C00WO0 300

50W 110Im 3000K

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

+Wire from mains up to 2 core X 1.5mm?2
- Active constant current for uniform brightness
« Optional dimmable driver via 0-10V/Dali/Bluetooth

« BIS approved Reiz energy saving electronic LED
safety driver (BIS NO. R-91000078)

+ Reiz energy saving LED driver is integrated
THD <10% PF >0.95 Flicker <10% Surge >3kv

« Optional dimmable driver via 0-10V/Dali/
Bluetooth

«High CRILEDS >80.




TASK
LUMINAIRES

These lLights are desigried ta highlight
speciic aree minmsing lght spill
Craigned for fasy and lasting djustability
lhey can be personalicsd uzing LED
cdlars, ephics and Hnigh .




REIZ Reading Lights Indoor

INTELLIGENT LIGHTING

ScanJet I

11201200801 mm1 200
8W 865Ilm 6000K
—- 230 MAX. = Cut Off Angle: 22°

i
Led Color [OptiEs Finish
C 6000K Mm2° W White
d N 4000K 2#° B Black
25 W 3000K BB° S Silver
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CE ; I:l 050K| IP-20 %
« Low Profile reading light with integrated « Highreflectance UV polyester powder coating + Wire for mains supply cable 3Cx1.5mm?
switches for focused spot lighting for hotels,
bedsides and study rooms « Lamp and fixture holding system using stainless + Reiz Electronic LED driver constant current
steel-304 fastening springs integrated, THD and Flicker <10%, PF>0.95,
« Construction in aluminium die-cast and pressed
metal sheet with flexible brass goose pipes « Extruded aluminium for better heatsink of LED + LED CRI >85 consistent to 3macadam ellipse
« High efficiency optics grade PMMA Lens « Strain relief cable clamp with terminal block +  Optional Dimmable control via,1 to 10V, phase

control and bluetooth

L, HYDERABAD




INTELLIGENT LIGHTING Reading nghts Indoor

Scan Cell N

i 16616200201W 251 S200 25° -%°
3W 290Im 6000K -75
) Cut Off Angle: 5° ‘
2 -60
= Led Color [@pfies Finish
& C 6000K Hm2° W White
N' 4000k 24° B Black -as]
1 W 3000K B6° S Silver
e\ i fr2q 2
D.50Kg +100°
- Rectangular reading light with integrated switch - Highreflectance UV polyester powder coating « LED CRI > 85 consistent to 3macadam ellipse
for low glare focused spot lighting for hotels,
bedsides and study rooms - Extruded aluminium for better heatsink of LED

o o . « Optional Dimmable control via,1 to 10V, phase
+ Construction in aluminium die-cast and pressed . Strain relief cable clamp with terminal block control and bluetooth
metal sheet with flexible brass goose pipes

- Wire for mains supply cable 3cx1.5mm?
« Chrome plated with P.U. lacquer

« Reiz Electronic LED driver constant current
- High efficiency optics grade PMMA Lens integrated, THD<10%, PF>0.95,




INTELLIGENT LIGHTING Reading Lights Indoor

Dumbell

025001DM107300° == 1S 200
8W 880Im 3000K

Led Color Finish
N 4000K S Silver ON REQUEST
& W 3000K
g
v
|
I

CE\IV ] h‘m‘ IP-20

. f b hi : f +Reiz energy saving electronic transformeris
- Round base with integrated switch for fl exible Anodised with high U.V. & corrosion resistance. integrated.

lighting of table tops, bedsides and study « Strain relief cable clamp

rooms. ’

+Reiz energy saving LED driver is integrated,

: : THD<10%, PF>0.95%. Flicker<10%.
. Construction in aluminiurm extrusion. Wire for mains supply cable upto 2¢x0.25mm?2. - LED CRI>80/90




INTELLIGENT LIGHTING Reading Lights Indoor
Clapper I

02500100107300mm1S 200

8W 110lm/W 3000K

304 Led Color Finish
3000K
N 4000K S Silver ON REQUEST
W' 3000K

CE W @ —méKq- IP-20)

- Rectangular base reading light with integrated
switch lighting for table tops,
bed sides and study rooms

« Construction in extruded aluminium with flexible
goose neck

« Anodised aluminium extrusion as efficient heatsink

« Polycarbonate channel with molded end caps

225

100

-2 Pin moulded corde 2 mtr is integrated

- Reiz constant Voltage 24V DC electronic driver
is remote

- Approved Reiz energy saving electronic LED
safety driver (BIS no. R-91000078)

« REIZ LED driver THD <10% >PF -0.95 Ripple<10%
surge >3kv

- IDC(Insulation displacement connector) for easy
looping of connections

+Optional dimmable driver via 0-10V/Dali/Bluetooth

« Active constant current for uniform brightness

«High CRILEDS >80




BRING YOUR SPACE TO LIFE
WITH REIZ BLUETOOTH CONTROLS

Control Single Color, Tunable CCT, RGB, RGBW, and RGB+TW to tune the
lightthewayyouwantitorusecustompresets.Withtheappchangethecolor,
brightness or the temperature of white settings.



5@5!@% Bluetooth Controllers Indoor
Bluetooth Wireless Lighting control |

X Use Bluetooth technology for a secure &simplified smart lighting experience
X Fully dimmable through the smart phone, no dimmer installation required.
K Setthescene&schedule&timertocreatetheambiancewithindividualdimming
Kset color values warm, bright, romantic. Control the lighting by your time
KCreate groups and change of lamp’s name and icon possible
KRecreatethefeelofnaturalsunlight.Fine-tuneyourlighting-choosefromafullrange
of color temperatures: warm white to cool white (2700K-6500K) CCT DIM
Klighting can now respond to human centric changes.

X Mesh network: units communicate with each otherto expand Bluetoothrange
X Compatible with iOS and Android end devices (Bluetooth 5.0)

X Offer CRI90/95 pure and accurate light

X REIZ BLUETOOTH drivers and LED luminaire available from 1w to 200w

X REIZ BLUETOOTH RGBW luminaires for the vivid pastels

Features

» Gateway-free, Distributed Control
Gain optimal energy savings without a complicated gateway: no single point of failure,
no extra cost/hassle, and no special network or panel installation

o Flexible Control Strategies
Mix scheduled and sensor-based controls with no gateway required

o Hassle-free Mobile App Programming
Intuitive tools enable rapid setup and changes to any combination of sensors, zones,
schedules, and scenes

+ RGB + Tunable White (2700K to 6500K) color mixing capability with 85+ CRI
« Features Bluetooth® BLE5 Mesh Wireless Technology
« Sync & control multiple Reiz Smart Lighting downlights & Linear Lights.
+ No Hub or Gateway required
control is simple with app downloadable on 10S/ andorid phones

SRI'BABRIKA ASHRAM - SOLAN




Indoor spaces like offices, schools, restaurants and shops
caninstall UVCled lamps in the HVAC systems to disinfect
air, as it travels through the duct. UVC technology has

been in use in hospital for years to disinfect the operation
theaters and now the latest technology is available with REIZ
leds (mercury free) with wave length 275nm, to kill bacteria
and virus upto 99.9%.



INTELLIGENT LIGHTING

Sanitization Indoor

UVCLED SCALADUCT I

Don't cut wire

QY

- Linear Ultra Voilet germidicial irradiance (UVGI) to disinfection air though AHU/FCU

« Application-air conditioning,chamber, almirah, conveyor, cabinets,rooms, offices etc.
+ Anodised aluminium extrusion as efficient heat sink.

«The LED life is 20K hours ceramic sophire LEDs used

+ Reiz energy saving LED driver is integrated, THD<10%, PF>0.95%. Flicker<10%

L

r

09kg.

IP-54

17380127520CDC' 1S 200
20w

17340327530CDC 1S 200 ON REQUEST
30W

17380227540CDC' 1S 200
40W

«Insulation displacement connectors for easy looping wiring.
« Air sanitizes 99% within 1 hour

« High strength Neodymium magnet for easy mounting on steel
plenum

« 100% checked with irradiance meters-calibrated at international
lab NIST




REIZ UVC Lights Indoor

INTELLIGENT LIGHTING

UVCLED XALATOR

173HR123605CSR mm 1S 200
36W

ON REQUEST

CE\V ] e

REIZ INCLUSIONS-INSTALLATION TESTING AND COMMISIONING of REIZ UVC Handrail - Reiz energy saving LED driver is integrated, THD<10%,
PF>0.95%. Flicker<10%.

1- safe wiring with interconnecting cables of UVC LED XALATOR ) . . .
«Insulation displacement connectors for easy looping wiring.

2- Attachment of safety stickers for safety of maintenance staff. . L
« Surface sanitizes 99% within 10 passes @0.5m/sec conveyor

3- Safety switch for operation of REIZ UVC kits, of sufficient capacity. speed up to 30meter conveyor
+270° Exposure Ultra Voilet germidicial irradiance (UVGI) for disinfection of handrail. + 100% checked with irradiance meters-calibrated at international
NIST lab

- Adjustable mounting bracket with U slot.
« Anodised aluminium extrusion as efficient heat sink.

+The LED life is 20K hours, ceramic saphire LEDs used.




REIZ UVCLights | Indoor

INTELLIGENT LIGHTING

UVCBLADE

17350127505CSR mm 1S 200
5W

L
9 ON REQUEST

~—502

28I ® @ | b3ﬁ

e/ |01 M jp4

« Linear Ultra Voilet light disinfection germicidal light. + USB A- USB B cable for universal charging

- Anodised aliminium extrusion as efficient heat sink +Bluelight indicates power on button pressed

- The lamp life is 20K hours, and the UV cleaner is effectively released by the - Battery charging indicates red at usb port, blue on full charge
sterilizer

- Convenient suspension wire to keep safe during charging
«Reiz energy saving LED driver is integrated, THD<10%, PF>0.95%. Flicker<10%.

« 5W-80mw output radiant power -UVC -60mw
« Rechargable battery Liion of 2600mAH




INTELLIGENT LIGHTING

UVCLights | Indoor

UVC X-TERMINATE I

CE\'V U -_”ikq- IP-34

« Application : .Laptop, Mobiles, Vegetables, Groceries,
Package, Currency, Clothes,

« Ultra Violet disinfection germicidal chamber 36 Ltr.
«Tempered haze glass for UV safety visibility, SS 304 wire tray .

- Safety interock switch prevents cabinet on without door
closing.

«Killes 99.9% of bacteria & virus at 1-16 minutes

173SAXTRM10UVCI OW 200
10w

173SAXTRM20UVCI OW 200
20W

«Body M.S. Powder coated with U.V. stablised polyester

+ MCU programmable timer, 16 minutes with LED display & memory
moulded cabel for mains supply cable upto 2cx0.25mm2.

- Reiz energy saving electronic transformer is integrated.
«UVClight 20W, rated 20K hours,
- UVCis effectively released by the sterilizer @275nM

- Reiz energy saving LED driver integrated, THD<10%, PF>0.95%.
Flicker<10%.




REIZ UVC Lights

INTELLIGENT LIGHTING Indoor
17340227510CSP: mm 1S 200
\ 10W
- : = 4] —
L ON REQUEST
F ry
CEV/ (CT]{Mm] |roq
- Linear Ultra Voilet light disinfection germicidal light «+ Reiz energy saving LED driver is integrated, THD<10%,
PF>0.95%. Flicker<10%.
« Application- air conditioning,chamber, almirah, conveyor,
cabinets,rooms, offices etc. «Insulation displacement connectors for easy looping wiring.

« Anodised aliminium extrusion as efficient heat sink « Air sanitizes 99% within 1 hour

“The lamp life is 20K hours, and the UVC irradiation is effectively
released by the sterilizer




REIz UVC Lights Indoor

INTELLIGENT LIGHTING

UVCDIRECTRIXUPPERAIR N

1170UVC0122U251W 200

I— I—- 800 -l ‘ 20W
1 b -]
g T
3 k|
ON REQUEST
Q=
« Reiz Directrix can direct the UVGI safely to upper air with  + Anodised aluminium reflector to maximize - Sanitises the upper air using lower air
its deep recessed parabola UVCirradiations continuously 99% in 1 hour for 100sq.
feetroom

+270°nm Exposure Ultra Voilet germidicial irradiance  + The LED life is 20K hours, ceramic saphire )
LEDs used. + 100% checked with irradiance meters-

(UVGI) for disinfection of room air.
o calibrated at international NIST lab
- Intelligent tilt sensor prevent UVC in downward direction - Reiz energy saving LED driver is integrated, o )
THD<10%, PF>0.95%. Flicker<10%. « Application-School,Hospitals, Cineplex,

« Anodised aluminium extrusion as efficient heat sink. . . o Offices
+ Reiz energy saving LED driver is integrated,

THD<10%, PF>0.95%. Flicker<10%.




