OUTDOOR

An advanced level of design and
engineering that is equipped to meet the
challenges of varying temperature, sun-
light, water, ingress and corrosion.
Through a rigorous  manufacturing
process and quality control, Reiz ensures
that each light in the outdoor range
meets high quality standards. The range
comprises lights from IP-55 to IP-68
(underwater).

Each luminaire is 100% safe, corrosion
resistant with dual polyester pow-
der coat and complies with strict
European Norms.






Maleana Micro




INTELLIGENT LIGHTING

Volcano Micro I

-3 =

IK09

« Inground up light as a marker/accentuating light
for LED lamps for mounting into concrete surface

- Construction - inner casing in anodized
aluminium for better heatsink & top flange in
electropolished in SS-304/55-316

- Silicone gasket for moisture protection

- Toughened step extra clear safety glass 4mm
incorporated to avoid dirt contamination

ITC GRAND BHARAT MANESAR

06700000201 =m0 00
2W 179Im 6000K

a5

T 06700000301 =m0 00
i 3W 286Ilm 6000K
20 38

Led Color [OptiEs Finish

C 6000K m2° 4 SS304
N 4000K @24°

W 3000K B6°

Extruded aluminium for better heatsink of LED
For walk over static load maximum 500 kg

Rubber HO7 RNF cable length for
IP-67 = Tmtr. for IP-68 = 3mtr with gland

Additional cable length to be ordered separately

Wire for mains supply cable 2cx1.5mm?

Inground Burial Outdoor [0k

IP 67 Connector for water proof joint.

Reiz Electronic LED driver 24V DC remote 24V,
THD<10% PF>0.95,

LED CRI: 85 consistence to 3macadam ellipse

Cut Off Angle: 22°




INTELLIGENT LIGHTING Inground Burial

Outdoor m

Volcano Milli

06900000801  mm 0 00 25°-90 %
8W 780Im 6000K s ’s
Cut Off Angle: 18°
-60 60
-45 2740 45

-30 -15 o 15 30

06900000204 w0 00
12W, 1230lm 6000K
Cut Off Angle : 35°

«Dia95  Dia95x95

CircularFlange SquareFlange Led Color _ Finish
C 6000K m2° 4 SS304
N 4000K 24° 6 SS306
CE \'7@ & IP-67(IKO9) W 3000K BB°

Inground up light for LED for mounting into
concrete surface - flush recessed mounting in
compacted surfaces, pathways and squares

Available as a walk over static load maximum 1
ton.

Optional volcano millidirectional 10° and rotatable
360° to highlight the colums.

Construction - inner casing in anodized aluminium
for better heatsink & top flange in electropolished
in SS-304/S5-316

Also in available in diffused model

Generous flange widths for easy covering of holes
Double silicone gasket for moisture protection

Polyester powder coated with high U.V. &
corrosion resistance

Toughened step extra clear safety glass 8mm
incorporated to avoid dirt contamination

Extruded aluminium for better heatsink of LED

Rubber HO7RNF cable length for IP-67 = Tmtr,
for IP-68 = 3mtr with gland

.

.

.

Additional cable length to be ordered separately
Wire for mains supply cable 3cx1.5mm?

IP-68 fast connector integrated for cable O.D.
6-10mm

Reiz Electronic LED driver 24V DC remote,
THD<10% PF>0.95,

LED CRI: 85 consistence to 3macadam ellipse

Also available in directional lightin 8W.

ROXY RESTAURANT KﬂjLKATA
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INTELLIGENT LIGHTING

Volcano Mini

06905400204 =m0 ' 00

12W 1005Im 6000K
Cut Off Angle: 25°

08500000207 =m0 00
15W 1503Im 6000K
Cut Off Angle : 20°

,f’/" A i ~

| -

| ! X
4 Dia121 A 121X121
CircularFlange SquareFlange

IK09

IP-68

€\ Olmj=

+ Inground up light as a directional spot light for
LED for mounting into concrete surface

« Available as a walk over, drive over or underwater
application

« Construction - outer housing in aluminium with
pre drilled holes for water drainage, inner casing
in electropolished SS-304 to give long life & top
flange in electropolished in SS-304/SS-316

« Doublessilicone gasket for moisture protection

« Polyester powder coated with high U.V. &
corrosion resistance

LedColor [@pfics Finish

C 6000K m2° W White
N 4000K 2#° B Black
W' 3000K B6° S Silver

Toughened step extra clear safety glass 10mm
incorporated

For walk over static load maximum 2 tons and
for drive over maximum 4 tons @ 30km/hrs

Extruded aluminium for better heatsink of LED

Moisture control device to reduce misting on
glass

Rubber HO7RNF cable length for IP-67 = Tmtr,
for IP-68 = 2mtr with gland

Inground Burial

Outdoor 110/

Additional cable length to be ordered separately
Wire for mains supply cable 3cx1.5mm?

IP-68 fast connector integrated for cable O.D.
6-10mm

Reiz Electronic LED driver constant current
integrated, THD<10% PF>0.95,

LED CRI: 85 consistence to 3macadam ellipse

THE LEELAE:lAIPU R
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INTELLIGENT LIGHTING

Volcano Maxx NN

S

e \' | Seg
\_-/ =408
 Dia190  Dia190X190

CircularFlange  square Flange

A

[

IP-67] IK09)

e/ <D}
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+ Inground up light for LED for mounting into
concrete surface

- Available as walkover, drive over and under water
application

« Optional volcano milli directional 10° and
rotatable 360° to highlight the colums

« Construction - outer housing in aluminium with
pre drilled holes for water drainage, inner casing
in electropolished SS-304 to give long life & top
flange in electropolished in SS-304/55-316

RESORT SRI LANKA

| 18500000112 mm 0 00

15W 1375Im 6000K
Cut Off Angle: 12°

3
IS
'
| 18500000212 w0 00
&  20W 1800Im 6000K
o
'

Led Color [@pties Finish

C 6000K m2° W White
N 4000K 24° B Black
W 3000K BB° S Silver

Double silicone gasket for moisture protection

Polyester powder coated with high U.V. &
corrosion resistance

Toughened step extra clear safety glass 12mm
incorporated to avoid dirt contamination

For walk over static load maximum 2 tons and
for drive over maximum 5 tons @ 30km/hrs

Extruded aluminium for better heatsink of LED

Inground Burial Outdoor
25°-90 — i — 4‘\\}\ ]o0
-75 / 75
-60 77: 60
/ \
-a5 /3340 \ 45
-30 —15‘ o 7715 30

Moisture control device to reduce misting on
glass

« Rubber HO7RNF cable length for
IP-67 = 1mtr, for IP-68 = 3mtr with gland

- Additional cable length to be ordered separately
- Wire for mains supply cable 3cx1.5mm?

IP-68 fast connector integrated for cable O.D.
6-10mm

- Reiz energy saving LED driver is integrated.
PF>0.95, THD<10%, Flicker <10%,
« Also available as a directional light.




INTELLIGENT LIGHTING

Volcano Maxx Directional

- Dia190 - Dia190X190

CircularFlange Square Flange
CEV|L i%‘ 671 =1 ko9
2.80Kg £15°

¢ Ingrounddirectional up lightfor LED mounting into
concrete surface.

o DriverisintegratedwithinLinearwheredepthisavailable

e Available as walk over, drive over or under water
application.

¢ Constructionouterhousinginaluminiumwithpredrilled
holes forwaterdrainage, inner casingin 304 electro
polishedSS-304togivelonglife&topflangeinelectro
polished in S5-304/SS-316.

I 08700000212 w1 00
A 26W 2305Im 6000K
120 190  CutOffAngle:12°
!
7
i LedColor [@ptics Finish
C 6000K m2° W White
N 4000K 24° B Black
W 3000K B6° S Silver
267

Double silicone gasket for moisture protection.

Polyster powder coated with high U.V. corrosion &
resistance.

Toughened step extra clear safety glass 12mm
incorporated to avoid dirt contamination.

Forwalkoverstatidoadmaximum2tonsandfordriveover
maximum 5 tons @ 30km/hrs

Extruded aluminium for better heat sink of LED.

Inground Burial

-45

Outdoor m

75

60

Moisture control device to reduce misting on glass

RubberHO7RNFcablelengthforlP-67=1mtr,forlP-68=
3mtr with gland.

Wire for mains supply cable upto 3cx1.5 mm?
ReizenergysavingLEDdriverisintegrated.PF>0.95,

THD<10%, Flicker <10%
LED CRI: 85 consistence to 3macadam ellipse




INTELLIGENT LIGHTING

Volcano Mega

18500000112 =m0 ' 700
15W 1650Im 6000K

Cut Off Angle: 15° Optics:

08800000312 w1 00

26W 2860K
Optics:

08800003612325 1 14700

- 36W 3960K
y = Optics:
A Dia210 Led Color Finish
Circular Flush C 6000K W White
N 4000K B Black
W' 3000K S Silver

<

€V

¢ IngrounddirectionaluplightforLEDformounting

e Double silicone gasket design for moisture

into concrete surface protection
¢ Inner casing is one piece ss-304/316 electro ¢ Toughenedstepextraclearsafetyglass 12mm
polished to give long life incorporated.

Extrudedaluminiumforbetterheatsinkof LED

Outdoor m

Inground Burial

eDoublepowdercoatedwithhighU.V.resistance&
corrosionresistance Alsoavailableininbuiltdriver.
Highweatherabilityrubbercable3Cx0.5mmsq.
HO7RNF

ReizElectronicLEDdriverconstantvoltage24VDC
remote.THD<10%PF>0.95%,Flicker<10%,CRI



Inground Burial Outdoor
INTELLIGENT LIGHTING

Pathfinder Milli

| 06814200201 000 700
3W 185K 6000K

ITY,
’igf T UNO
b

!

]
60
! 06814300202 000 700
5W 410lm 6000K

CutOff Angle:55° Optics: 180°
2 DUO

©

Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
E Py =
CE\/ 0.65Kg| | @50 P-67] [IK09
¢ IngroundsideemittinglightforLEDmountinginto ¢ (ClearPolycarbonatetubeincorporatedtoavoid o Wire for mains supply cable 2cx1.5mm?

concrete surface dirt

o |P-67fastconnectorintegratedforcableO.D.
o WalkovertohighlightpathwayburiallightforSingle ¢ Doublesiliconegasketformoistureprotection 6-10mm
&double sided illumination of roads

o RubberHO7RNFcable1mtrwithcablegland o Reiz energy saving LED driver is 24 vdc is
o Construction-outerhousinginpolycarbonatewith remote. PF>0.95, THD<10%, Flicker<10%
high U.V. & corrosion resistance, inner casing in ¢ Forwalkoverstaticloadmaximum1tonandfor
electropolishedSS-304togivelonglife&topcoverin drive over maximum 2 tons @ 30km/hrs

screwless S5-304/55-316




INTELLIGENT LIGHTING Inground Burial

Outdoor

Pathfinder Mini

08514300201 000 DOO

3W 270m 6000K | | 4
Cut Off Angle : 55° Optics:75° T b :
Led Color Finish - ON quEST
C 6000K W White 1103

N 4000K B Black “ i -
W' 3000K S Silver b " vl L

08514300202 000 DOO

5W 405Ilm 6000K
Cut Off Angle: 55° Optics:75°

- | Led Color Finish
— C 6000K W White
N 4000K B Black
W' 3000K S Silver

CEW@ 1’% % IP-67| IK0O9

IngroundsideemittinglightforLEDmounting
into concrete surface

Availableasawalkover&driveoverburiallight
forsingle/doublesidedilluminationofroads

Construction-outerhousinginelectropolish
SS-304,innercasinginelectropolishedSS-304
togivelonglife&topcoverinaluminiumwith
polyester powder coating

Extracleardomesafetyglassincorporatedto
avoid dirt contamination

Doublesiliconegasketformoistureprotection
RubberHO7RNFcable 1mtrwithcablegland

Forwalkoverstaticloadmaximum1tonandfor
drive over maximum 2 tons @ 30km/hrs

Wire for mains supply cable 2cx1.5mm?

IP-67fastconnectorintegratedforcableO.D.
6-10mm

Reiz Electronic LED driver 24V DC remote,
THD<10% PF>0.95

LEDCRI: 85




BENT S e e Inground Burial Outdoor
Pathfinder Maxx
18514200202 001 © 00 90° -so[ | ; S
5W 440Im 6000K Single Throw I Y D\
Cut off Angle:50° Optics: \
UNO -60

18514300204 001 00
10W810lm6000KDoubleThrow

DUO

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

L

<=2|p-67

3%

1K09

¢ IngroundsideemittinglightforLEDmounting
into concrete surface

o Availableasawalkover&driveoverburiallight
forsingleordoublesidedilluminationofroads

o Construction-outerhousing&topcoverin
aluminiumpolyesterpowdercoatedwithhigh
U.V.&corrosionresistance, innercasingin

Extracleardomesafetyglassincorporatedto
avoid dirt contamination

Doublesiliconegasketformoistureprotection
RubberHO7RNFcable 1mtrwithcablegland

Forwalkoverstaticloadmaximum1tonandfor
drive over maximum 2 tons @ 30km/hrs

Wire for mains supply cable 2cx1.5mm?

IP-67fastconnectorintegratedforcableO.D.
6-10mm

ReizenergysavingLEDdriverisintegrated.
PF>0.95, THD<10%, Flicker <10%

LEDCRI: 85

electropolished SS-304 to give long life
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REIZ Inground Burial Outdoor

INTELLIGENT LIGHTING

Streak I

—37- 410 - 2760000R248 00147DF 133° -
1 10W 950Im 6000K

2 _H ! ' Optics:Diffused/Eliptical/15/25/45
i

10 270000R1564 0014700
+ 15W 1370lm 6500K
\,\».'_...J 86 OpticsDiffused/Eliptical/15/25/45

1110 - 2700000R272 00147DF
(66 24W 1870Im 2700K
A OpticsDiffused/Eliptical/15/25/45

Led Color Finish
C 6000K W White
N 4000K B Black
CE \'7 RIr M P67 W 3000K S Silver
4.6KG
e LinearburialLEDluminaireforuseasauplight marker e FExtrudedaluminiumforbetterheatsinkofLED o IP-67fastconnectorintegratedforcableO.D.
andwashlightforpathways&buildingillumination e Highefficiencypolycarbonatediffuserusedfor 6-10mm
marker light
¢ Construction-outerhousinginSS-304,innercasing o ReizElectronicLED driverconstantcurrent
inextrudedanodizedaluminiumforbette theatsink ¢ Additionakablelengthtobeorderedseparately integrated, THD<10% PF>0.95
o Silicone gasket for moisture protection e Wire for mains supply cable 3cx1.5mm? e LEDCRI: 85
o Alsoavailableasawallwasherwithasymetric
e Forwalk over static load maximum 1 ton lens

CYBER CITY GURGAON




Inground Burial Outdoor
INTELLIGENT LIGHTING

Streak Mini I

27015M05W24 ' 300S 7DF
5W/mtr 500lm 3000K

ON REQUEST
27015M10W243000 S 7DF
10W/mtr 1000Im 3000K
27015M15W24° 300S 7DF
113 15W/mtr 1500Im 3000K
].]5.
Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
(€ W @ ﬂ IK07] IPW
« Linear diffused luminaire for walkover ground * Wire from mains up to 3 core X 1.5mm2 'LBEIS Z‘gf%'}%?ﬂ,sﬁ'éé"ﬁg ﬁ?g‘{g’go‘%'?gﬂg?é?note,
burial or outlining of building . . X
+ Active constant current for uniform brightness « REIZ LED CV driver 24DC THD<10% PF >0.95
o Construction in extruded aluminium and PU for i ’
outdoor weatheribility. + IDC(Insulation displacement connector) for Ripple<10% Surge >3kv. LED CRI>80.
easy looping of connections. Ot ’ . 0. )
« Polyester powder coated with high U.V. & Optional dimmable driver via 0-10V/Dali/Bluetooth

corrosion resistance/Silver anodised




FLOOR
WASHER
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Cascads Mini



INTELLIGENT LIGHTING

Cascade Micro IS

- 3

I
63
: !
E
(E\ly L Qg. % 1p-65| [IK09

o Forglarefreefloorlightingapplication, for
indicatingdirectionbywashingpathways,for
interior & exterior lighting application

o Constructioninsinglepiecedie-castaluminium

¢ Recessedpreinstallationhousingforconcrete
installation

-—

- 83 = 15600000201 001 500
| 3W 275Ilm 6000K
—— CutOff Angle:20° Optics: 104°
83

15600000202 001 500

5W 445Im 6000K

CutOff Angle:20° Optics: 104°

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

Silicone gasket for moisture protection

RubberHO7RNF cable 0.5 meterwith cable
gland

All hardware in SS-304

Toughened extra clear safe glass 3.2mm

Walll Recessed

104° -90 90

-75 2. 75

-60 63. 60
97.5

-45 180 45

104°

Polyester powder coated with high U.V. &
corrosion resistance

ExtrudedaluminiumforbetterheatsinkofLED
Wire for mains supply cable 3cx1.5mm?
ReizElectronic LED driver constantcurrent

integrated, THD<10% PF>0.95
LEDCRI: 85

FARM HOUSE NEW DELHI

Outdoor| 17/



INTELLIGENT LIGHTING

Floor Washer

Outdoor m

Cascade Mini NGNS

15600000201 001 500 104°

= 105 ~ = 100 ~ 3W 275Im 6000K
1 | [few]| ! CutOffAngle:20°Optics:104°
6 < 100
1 N '
v »
15600000202 001 500 104° -9 90
5W 445lm 6000K =
CutOffAngle:20° Optics:104°  ™™° 3 =
o0 30" o
45.0
-45 60.0 45
Led Color Finish
C 6000K W White
N 4000K B Black
E W' 3000K S Silver
L > [ip_
V(L |- IP-65{ [IK09

Forglarefreefloorlightingapplication, for
indicatingdirectionbywashingpathways,for
interior & exterior lighting application

RubberHO7RNF cable 0.5 meterwith cable
gland

ExtrudedaluminiumforbetterheatsinkofLED

Wire for mains supply cable 3cx1.5mm?

e Allhardware in SS-304
o Constructioninsinglepiecedie-castaluminium e ReizenergysavingLEDdriverisintegrated.
¢ Toughened extra clear safe glass 3.2mm PF>0.95, THD<10%, Flicker <10%
o Recessedpreinstallationhousingforconcrete
installation e Polyester powder coated with high U.V. & e LEDCRI:85
o Silicone gasket for moisture protection corrosion resistance




REIZ Floor Washer Outdoorm

INTELLIGENT LIGHTING

Cascade Maxx
S - 11409200112 001 500 180°  -s0 0 90
¥ ' 15W 1375Im 6000K -15 £ 75
CutOff Angle:25° Optics:180° o 155 w
203
Led Color Finish -a5 270 s
- S ~10s— C 6000K W White L
N 4000K B Black
W' 3000K S Silver
L L= "
F/|L
CE\/|L | K09
o Forglarefreefloorightingapplication forindicating o Allhardware in SS-304 o Moisturecontroldevicetoreducemistingon
direction by washing pathways, forinterior& glass
exterior lighting application e Toughenedextraclearsafetyglass3.2mm
incorporated o Wire for mains supply cable 3cx1.5mm?
o Constructioninsinglepiecedie-castaluminium
e Polyester powder coated with high U.V. & o ReizenergysavingLEDdriverisintegrated.
o Silicone gasket for moisture protection corrosion resistance PF>0.95, THD<10%, Flicker <10%
o RubberHO7RNFcable0.5mtrwithcablegland o ExtrudedaluminiumforbetterheatsinkofLED e LEDCRI:85




INTELLIGENT LIGHTING

TorrentH I

07403100108 001 500

8W 705lm 6000K
Cut Off Angle : 40° Optics:51°

- 238 - Led Color Finish
— I € 6000K W White
oy | 100 N 000K B Black
=] x W' 3000K S Silver
=
4 Optional Stainless Steel
CE\/ = | [1.60Kg| p50x7 IP-65| IKO9

¢ HorizontalfrontlouversofSS-304/aluminiumat
anangleto provide glarefree pathway Light

o Constructioninsinglepiecedie-castaluminium
o Recessedpreinstallationhousingforconcrete

installation
e Silicone gasket for moisture protection

RubberHO7RNF cable 0.5 meterwith cable
gland

All'hardware in S5-304 with flange
Toughenedextraclearsafety glass 3.2mm
incorporated

Polyester powder coated with high U.V. &
corrosion resistance

Floor Washer Outdoor | (#240]

571°-90

ExtrudedaluminiumforbetterheatsinkofLED
Moisturecontroldevicetoreducemistingon
glass

Wire for mains supply cable 3cx1.5mm?
Reizenergysaving LEDdriverisintegrated.
PF>0.95, THD<10%, Flicker <10%
LEDCRI: 85

AUROBINDO ASHRAM NEW DELHI




REIZ Floor Washer Outdoor

INTELLIGENT LIGHTING

TorrentV I

' w
b —=100 - —~ 85 =
|'

i - 07403300108 001 500
e ,["I“ 8W 715lm 6000K s
W S al Cut Off Angle : 40° Optics : 58° i
I 2 - ¢ [
I . L,‘ 258 Led Color Finish .. ONREQUEST
1 C' 6000K W White s
1 c N 4000K B Black “ 170 =
s i L'_l W' 3000K S Silver T T
3
1
)
1
1
x i
bl I_'.

Optional Stainless Steel Louvers

¢ i _1% BER |IP-65 IK07,

= 250X7.

<

RubberHO7RNF cable 0.5 mtrwith cable ExtrudedaluminiumforbetterheatsinkofLED

HorizontalfrontlouversofSS-304/aluminium

Machined atanangle to provide glare free gland ¢ Moisturecontroldevicetoreducemistingon
pathway Light o Allhardware in SS-304 with flange. glass
o Constructioninsinglepiecedie-castaluminium ¢ Toughenedextraclearsafetyglass3.2mm e Wire for mains supply cable 3cx1.5mm?
o Recessedpreinstallationhousingforconcrete incorporated ¢ ReizenergysavingLEDdriverisintegrated.
installation e Polyesterpowdercoated with highU.V. & PF>0.95, THD<10%, Flicker <10%

o Silicone gasket for moisture protection corrosion resistance e LEDCRI:85




Outdoor
INTELLIGENT LIGHTING

Floor Washer

Torrent Slit I

07403500301 001 500
4W 385Im 6000K
Cut Off Angle : 4° Optics:31°

] i

5 5 £ Led Color Finish

& C 6000K W White
N 4000K B Black

1 W' 3000K S Silver

07403500801 001 500
8W 760lm 6000K
Cut Off Angle : 8° Optics : 45°

- g5 =
—15—-

Led Color Finish

C 6000K W White
N 4000K B Black
W 3000K S Silver

CENY/| L | ]l i ool oy

o Asymmetricallightdistributionforgivinganarrow
shaft of light through the slitis used to mark
passages and walkways

o Construction-frontplateinelectropolishSS-304
& housing in die cast aluminium

o Recessedpreinstallationhousingforconcrete
installation

¢ Silicone gasket for moisture protection

RESIDENCE NEW DELHI

Rubber HO7RNF cable 0.5 mtr with cable
gland

All hardware in SS-304
Toughenedextraclearsafety glass3.2mm
incorporated

Polyester powder coated with high U.V. &
corrosion resistance
ExtrudedaluminiumforbetterheatsinkofLED

Moisturecontroldevicetoreducemistingon
glass

Wire for mains supply cable 3cx1.5mm?
Reizenergysaving LEDdriverisintegrated.
PF>0.95, THD<10%, Flicker <10%

LED CRI: 85




INTELLIGENT LIGHTING

Torrent Diffuse I

gu[

L f )

=100 -

I

-

€V

IP-65| [IKOS

o Luminairecanbemountedinverticalorhorizontal
positiontoprovideevendiffusedlightoutputfor
illuminating pathways

o Constructioninsinglepiecedie-castaluminium

o Recessedpreinstallationhousingforconcrete
installation

¢ Silicone gasket for moisture protection

I -

258

gland

incorporated

074D3300108 001 500

8W 745Ilm 6000K

Led Color
C 6000K
N 4000K
W 3000K

All hardware in SS-304
Toughenedextraclearsafetyglass3.2mm

corrosion resistance

Finish

W White
B Black
S Silver

Rubber HO7RNF cable 0.5 mtrwith cable

Polyester powdercoated with high U.V. &

Floor Washer Outdoor 7k]

ExtrudedaluminiumforbetterheatsinkofLED
Wire for mains supply cable 3cx1.5mm?
ReizenergysavingLEDdriverisintegrated.
PF>0.95, THD<10%, Flicker <10%

LED CRI: 85
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CEILING
RECESSED
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INTELLIGENT LIGHTING

Droplite Micro I

32

- 06720000201 == 04500

3W 262Ilm 6000K

30 -

CENY/ |||t p.o| io7

o Wall/ceilingrecesseddownlightasamarker/
accentuating light for LED.

o Constructioninsinglepiecesaluminiuminner
casing anodized for better heatsink

e RubberH07 PVC Wires 0.2 MTR.

o Topflangeis electropolished in SS-304

Led Color [Opti€s Finish

C 6000K m2° W White
N 4000K 24° B Black
W 3000K B6° S Silver

138 = =

vl
"

Toughenedstepextraclearsafetyglassdmmis
flushedwithSStrimtoavoiddirtcontamination

ExtrudedaluminiumforbetterheatsinkofLED

Fixtureholdingsystemusingstainlesssteel-304
fastening clip.

False ceiling thickness 12 to 30mm

Ceiling Recessed Outdoor [715

25° -9

o Wire for mains supply cable 2cx1.5mm?

o |P-67connectorforcableQ.D.6-10mmcanbe
ordered separately

o ReizenergysavingLEDdriverisintegrated.
PF>0.95, THD<10%, Flicker <10%

e LEDCRI:85




INTELLIGENT LIGHTING

Moonshine G

Q2N

IP-65| [IK09

024Kg

¢ DiffusedLEDfixedluminairesceiling&walllight
for soft glow

¢ Constructionininnercasingextrudedaluminium
anodized for better heatsink of LED

o RubberH07RNFcable0.5mtrwithcablegland
e Allhardware in SS-304

21418100104 © mmm OW500
6W 521Im 6000K

LedColor [@pties Finish

C 6000K m2° W White
N 4000K 24° B Black
W 3000K B86° S Silver

Polycarbonatediffuserwithhightransmittance
in 8mm thickness

Fixtureholdingsystemusingstainlesssteel-304
fastening wings

False ceiling thickness 12 to 30mm

IP-67connectorforcableO.D.6-10mmcanbe
ordered separately

Ceiling Recessed Outdoor 77/
75° -90 20
-75 7. 75
-60 5. 60
113
-45 150 45

-30 -15 [ 15 30

Wire for mains supply cable 2cx1.5mm?
Mastic tape for water joint is provided

Reizenergysaving LEDdriverisintegrated.
PF>0.95, THD<10%, Flicker <10%

LED CRI: 85




Ceiling Recessed Outdoor
INTELLIGENT LIGHTING
Droplite Milli
06920000801 = 14500 10°-90 [ I
! 8W 702Im 6000K s N .
8o  CutOff Angle:12°
] -60 60
/
) N\ \
-45 2740 45
95

-30 -15 [ 15 30

' 06920000204 == 04500

12W 1152Im 6000K
Cut Off Angle:12°

Led Color [Opfi€s Finish

C 6000K m2° W White
N 4000K 24° B Black
W 3000K B6° S Silver

CEW |:| 0.60Kg ;%)—o) IP-65/ [IKO09

SpotLEDfixedluminaires,ceilinglightforspot
downlighting for spas, sauna, wet areas.
Constructioninextrudedaluminiumforbetter
heatsink of LED
RubberH07RNFcable0.5mtrwithcablegland
All hardware in SS-304

Topflange is electropolished in SS-304

FARM HOUSE NEW DELHI

AnodizedAluminiumwithhighU.V.&corrosion
resistance
Toughenedstepextraclearsafetyglass8mmis
flushedwithSStrimtoavoiddirtcontamination
Fixtureholdingsystemusingstainlesssteel-304
fastening wings

False ceiling thickness 12 to 30mm

IP-67connectorforcableO.D.6-10mmcanbe
ordered separately

Wire for mains supply cable 2cx1.5mm?
Reizenergysaving LEDdriverisintegrated.
PF>0.95, THD<10%, Flicker <10%
LEDCRI: 85




Droplite Maxx

V|0

INTELLIGENT LIGHTING

)
1

IK09,

A=
54Kg] b 165 | IP-65

SpotLEDfixedluminaires,ceilinglightforspot
downlighting for spas, sauna, wet areas
ExtrudedaluminiumforbetterheatsinkofLED
RubberH07RNFcable0.5mtrwithcablegland
All hardware in SS-304
Construction-innercasinginelectropolished
SS-304 to give long life & top flange in
electropolished in SS-304/55-316

15W 1310Im 6000K
Cut Off Angle:10°
i
1
121 190
1
1

18520000112 mmm 14500

18520000212 mm 14500

26W 2281Im 6000K
Cut Off Angle:10°

LedColor [@pties Finish

C 6000K m2° W White
N 4000K @24° B Black
W' 3000K B6° S Silver

Toughenedstepextraclearsafetyglass8mmis
flushedwithSStrimtoavoiddirtcontamination
Fixtureholdingsystemusingstainlesssteel-304
fastening wings

False ceiling thickness 12 to 30mm

IP-67 connectorforcableO.D.6-10mmcanbe
ordered separately

Ceiling Recessed Outdoor (4]

25° -90 — 90

75&/\

- / 75

-60 60

\
-45 3340 45
-30 -15 o 15 30

o Wire for mains supply cable 2cx1.5mm?

o ReizenergysavingLEDdriverisintegrated.
PF>0.95, THD<10%, Flicker <10%

e LEDCRI:85

R ™

| i
FARM HOUSE, NEW DELHI




THE KINGSBURY, COLUMBO




WALL
RECESSED

M’U"In‘; ar‘u.‘.l' Eacy 1o |nrull
# htir_t;h gin be personalsed

Keyhate 340



INTELLIGENT LIGHTING

Keyhole 360

IK09

CENY D> = o5

o RecessedfloorwasherLEDforlightingupfloor,
passage, corridors

Walll Recessed Outdoor |

21200000101 000 500

2W 179Ilm 6000K 75 [!
Cut Off Angle: 30° Optics:45°

% % \/\/: .
75 -45

i =30 -15 o 15 30

i
\
i

L

— 46 -

21200000201 000 500
3W 269Im 6000K
Cut Off Angle : 27° Optics:45°

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

o Fixtureholdingsystemusingstainlesssteel-304
fastening springs

o ReizenergysavingLEDdriver24VDCisremote.
PF>0.95, THD<10%, Flicker <10%

o ConstructioninextrudedCNCmachinedaluminium o ExtrudedaluminiumforbetterheatsinkofLED e LEDCRI:85
o Pre-mount housing for easy installation e Strainrelief cable clamp
o Rubber HO7RNF cable 0.5mtr o Wire for mains supply cable 2Cx1.5mm?
o PolyesterpowdercoatedwithhighU.V&corrosion
resistance
v VAN
R »
@ e /
- i
—




REIZ Walll Recessed Outdoor| =]

INTELLIGENT LIGHTING

Keyhole I

— 46 - 21300000101 000 200
i 2W 182Im 6000K Led CRI: 85
g % Cut Off Angle : 30° Optics: 30°
=\ - s 75
OO = !

\l
CCO | 13 sosc 21300000201 000 500

Y 3W 268Im 6000K Led CRI:85
Cut Off Angle :26° Optics: 26°

Led Color Finish

C 6000K W White

N 4000K B Black

W' 3000K S Silver

eV @ IK09
0.60Kg
o RecessedfloorwasherLEDforlightingupfloor, o Polyester powder coated with high U.V. & e Strainrelief cable clamp
passage, corridors corrosion resistance
e Wire for mains supply cable 2Cx1.5mm?
o ConstructioninextrudedCNCmachinedaluminium o Fixtureholdingsystemusingstainlesssteel-304
fastening springs o ReizenergysavingLEDdriver24VDCisremote.
e Pre-mount housing for easy installation PF>0.95, THD<10%, Flicker <10%
o ExtrudedaluminiumforbetterheatsinkofLED

¢ Rubber HO7RNF cable 0.5mtr e LEDCRI:85

RESIBENCE NOIDA




INTELLIGENT LIGHTING

Smile

CENY <> ] oo oo

o RecessedupdownLEDluminairesforwidebeam
grazing light on walls, use in hotels & retail

o ConstructioninextrudedCNCmachinedaluminium

o PolyesterpowdercoatedwithhighU.V.&corrosion
resistance

-2- 21100000201 000 200
1 2W 187Im 6000K
Cut Off Angle : 80° Optics:90°

21100000301 000 200
3W 282Im 6000K
Cut Off Angle : 80°

Led Color Finish

C 6000K W White
N~ 4000K B Black
W' 3000K S Silver

e Fixtureholdingsystemusingstainlesssteel-304
fastening springs

o ExtrudedaluminiumforbetterheatsinkofLED

o StrainreliefcableclampwithquickconnectLED
harnss

Walll Recessed Outdoor

B

ON REQUEST
FRTEY
1-4 TU.

o ] n

o Wire for mains supply cable 2Cx1.5mm?

o ReizElectronic LED driver 24V DC remote,
THD<10%, PF>0.95

e LEDCRI:85




ITC GRAND BHARAT MANESAR




WALL
MOUNTED

H-ohpice-obmodern kghiing lixfores that ars
aesthetically designed, They come in dittuse
ghd spat options o 08 ditférenl bsages-anc
gan te cusiomised for LED cotor, oplics and
fim=h




REIZ Wall Mounted Outdoor

INTELLIGENT LIGHTING

Barrel Acrylic G

(,_4\ —~64- 01403800801 001 500 180°-90

| 8W 762Im 6000K s
Cut Off Angle : 0° Optics: 180°

225
Led Color Finish -45
C 6000K W White
Y N 4000K B Black
W' 3000K S Silver
)
CE \'7 = | [i.10Kg IP-65 IK04'|
o Walimounteduminaireforsoftdiffusedsymmetrical o Fixtureholdingsystemusingstainlesssteel-304 o ReizElectronicLEDdriverconstantcurrent
light for corridors bathroom using LED fastening screws integrated, THD<10% PF>0.95
¢ Constructioninextrudedaluminumpipeand o Allhardware is SS-304 e LEDCRI:85
polycarbonate OPAL diffuser o ExtrudedaluminiumforbetterheatsinkofLED
¢ PolyesterpowdercoatedwithhighU.V&corrosion o Strainreliefcableclampwithterminalblock
resistance o Wire for mains supply cable 3cx1.5mm?

Silicone gasket for moisture protection




REIZ Wall Mounted Outdoor! =k

INTELLIGENT LIGHTING

Peak

15900000201 901 500
3W 268Ilm 6000K
Cut Off Angle : 45° Optics: 84°

- 125 - = 65~

15900000801 901 500
8W 780lm 6000K
Cut Off Angle: 45° Optics: 84°

Led Color Finish

C 6000K W  White
N 4000K B Black
W' 3000K S Silver

eV |L @g. IP-55{ K06

o Wallmounted luminaire useinentrances, ¢ Toughenedextraclearsafetyglass 3.2mm e ExtrudedaluminiumforbetterheatsinkofLED
drivewayswalkwaysandcorridorsforwallwash incorporated i St(aln rellefqabIecIampW|thterm|naIblogk
applications o Silicone gasket for moisture protection e Wire for mains supply cable 3cx1.5mm

o Construction in die-cast aluminium o Fixtureholdingsystemusingstainlesssteel-304 * ReizElectronicLEDdriver constantcurrent

e Polyester powder coated with high U.V. & fastening screws integrated, THD<10% PF>0.95

corrosion resistance o Allhardware is S5-304 e LEDCRI:85

RESORT SEYCHELLES




REIZ Wall Mounted

Outdoor
INTELLIGENT LIGHTING

Barrel Copper IS

i 90 12100000204 m=m1C500 30°
N 12W 1184Im 6000K 78
86 Cut Off Angle : 30° —eo
'
LedColor [Opti€s Finish e
L C 6000K Mm2° W White

s N 4000K 24° B Black
- 195 MAX. = W 3000K B6° S Silver

CEW L |[a) |p.65 (<2l IK04|

0.75Kg +350° | _90°

o WallmountedluminaireforspotlightusingLED e Silicone gasket for moisture protection o Wire for mains supply cable 3cx1.5mm?
lampsforcorridors, bathrooms, walkways e All hardware is SS-304 e ReizElectronicLEDdriverconstantcurrent
o Constructionincopperfornaturaltarnished ¢ ExtrudedaluminiumforbetterheatsinkofLED integrated, THD<10% PF>0.95
vintage look ¢ Strainreliefcableclampwithterminalblock e LEDCRI:85
o Toughenedextraclearsafetyglass3.2mm
incorporated

SHI MALDIVES




REIZ Wall Mounted Outdoor

INTELLIGENT LIGHTING

Double Barrel Copper I

12200000208 === 1C500

18W 1601Im 6000K
Cut Off Angle :30°

Led Color [Opfics Finish

C 6000K m2° W White
N 4000K 24° B Black
W 3000K B86° S Silver

CENY/ | L | M |p.ss ko

o Walmountedluminaireforupdownspotlighting ¢ Toughenedextraclearsafetyglass3.2mm ¢ Strainreliefcableclampwithterminalblock
toaccentuatepillars,columns,wallsusingLED incorporated e Wire for mains supply cable 3cx1.5mm?
lamps e Silicone gasket for moisture protection o ReizElectronicLEDdriverconstantcurrent

o Constructionincopperfornaturaltarnished o Allhardware is SS-304 integrated, THD<10% PF>0.95
vintage look o ExtrudedaluminiumforbetterheatsinkofLED e LEDCRI:85

KANDOOMA MALDIVES




T Wall Mounted Outdoor |44l

Barrel

01401700601 mm1 600

6W 570Im 6000K
Cut Off Angle:30°

- 5=

145

g — 01401700204 m=1 500

8W 748Im 6000K
Cut Off Angle:30°

01401700204 mm1 500

12W 1109Im 6000K
Cut Off Angle:30°

Led Color [OptiES Finish

C 6000K M2° W White
CE\V L .2*. 1P-65| [IK06 N 4000k 24° B Black
=20 W 3000K B6° S Silver

o Walimountedluminairefordownlightlightusing e Silicone gasket for moisture protection. o ReizElectronicLEDdriverconstantcurrent
LED lamps for corridors, walkways. e Integratedstrainreliefcableclampwithterminal integrated, THD<10% PF>0.95

o Construction in extruded aluminium. block. e LEDCRI:85

o Rectangular base for wall mounting. o ExtrudedaluminiumforbetterheatsinkofLED

o Tempered safety glass 3.2mm.

FOUR SEASONS MALDIVES




INTELLIGENT LIGHTING Wall Mounted Outdoor 142

Double Barrel I

i 0140700208 == 1 500 Q\" 50
18W 1686lm 6000K T [T ’s
Cut Off Angle: 30° \ ]

Led Color I@ptics Finish

C 6000K m2° W White
' N 4000K 24° B Black
W 3000K B6° S Silver

60

145
5

45

30

- 90 -
CEW L rn IP-65| [IK06
4Kg
o WallmountedluminaireforspotlightingUp& o Silicone gasket for moisture protection. o ReizElectronicLEDdriverconstantcurrent
Downtoaccentuatepillars,columns&walls o Integratedstrainreliefcableclampwithterminal integrated, THD<10% PF>0.95
e Single piece, screwless construction in block. e LEDCRI: 85
extruded aluminium. o ExtrudedaluminiumforbetterheatsinkofLED

o Temperedsafetyglassatbothends3.2mm.




REIZ Wall Mounted Outdoor [4E]

INTELLIGENT LIGHTING

Barrel Maxx

02701300112 == 1 500 -l S

R = SR E 15W 1650Im il R U e

‘ optics 22D _ ONREQUEST
E: @ RS - N

-1.5:L . 1‘1.'} . s

02701300212 mm1 500 Tom o n T
26W 2860Im

Led Color Finish

C 6000K ‘W White
N 4000K B Black
W 3000K S Silver

CEN/ | L || M ip.s5|Iko5
1.5Kg
« Wall mounted luminaries for symmetrical « Silicone gasket for moisture protection. + Reiz Electronic LED driver integrated, THD<10%
LED light using LED lamps for, PF>0.95 Flicker<10%.
Bathrooms,Walkways,Pillars. + Double powder coated with high resistance
to U.V. & corrosion resistance. - LEDCRI:85/90
« Construction in extruded and die cast
aluminium. + Wire for mains Supply cable 2cx1.5mm2. + CutOff Angle:20°
« Tempered safety glass 3.2mm. + Strain relief cable clamp with terminal block

NOVOTEL-HOTEL




REIz Wall Mounted Outdoor

INTELLIGENT LIGHTING

Double Barrel Maxx I

— 113 — = 140 - 02701300124 mm1 500
26W 2132Im 6000K g

Cut Off Angle : 20° gl i | e
Optics 25D . ONREQUEST

02701300224 mm1 500
40W 4108Im 6000K
Cut Off Angle : 20°

-—

156

Led Color [@pfies Finish

C 6000K Mm2° W White
N 4000K 24° B Black
W 3000K BB° S Silver

VL zéﬁg Ip-65| [IK05

e Wallmountedupdownspotlightingforfacadeto e Silicone gasket for moisture protection e Strainreliefcableclampwithterminalblock
accentuate pillars, columns, walls o Fixtureholdingsystemusingstainlesssteel-304 * Wire for mains supply cable 3cx1.5mm?
¢ Constructioninextrudedanddie-castaluminium fastening brackets e ReizElectronic LEDdriver constantcurrent
o PolyesterpowdercoatedwithhighU.V.&corrosion o Allhardware is SS-304 integrated, THD<10% PF>0.95
resistance o Moisturecontroldevicetoreducemistingon e LEDCRI:85
e Toughened extra clear safety glass 3.2mm glass
incorporated

HOUSE RESIDENCE SRI L




REIz Wall Mounted Outdoor

INTELLIGENT LIGHTING

Light House

232038008003001W500 - PR T S

f \ 5W 705Im 6000K B
© ; . ONREQUEST

\ / Led Color Finish 1oy
C 6000K W White ] )

1470

\ . N 4000K B Black fi] o o
- W' 3000K S Silver W w w

89
@120

105

CENY/| L || lp-ss|ikos

o Wallmounted luminaire usein entrances, o Silicone gasket for moisture protection o Wire for mains supply cable 3cx1.5mm?
drivewayswalkwaysandcorridorsforwallwash o Fixtureholdingsystemusingstainlesssteel-304 o ReizElectronicLEDdriverconstantcurrent
applications fastening screws integrated, THD<10% PF>0.95

o Construction in die-cast aluminium o Allhardware is SS-304 e LEDCRI:80

o Polyester powder coated with high U.V. & o ExtrudedaluminiumforbetterheatsinkofLED

corrosion resistance o Strainreliefcableclampwithterminalblock




INTELLIGENT LIGHTING Wall Mounted Outdoor

Dart

i 21500000202~ 101S5 10°
Eed) Bed) 3W 270Im 6000K
Cut Off Angle: 20°
S o
100 |04 O B
] I 21500000202 - 101S5
5W 392Im 6000K
=3= = 100 = Cut Off Angle: 20°
A\ e

21500000204 101S5

10W 990Im 6000K
Cut off Angle: 20°

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

B Blue
CENY/ | L ||l ip-os| fo7

o SurfacemountedLEDluminaireswithnarrow e Toughened extra clear safe glass 3.2mm o Mains supply cable upto 2cx1.5mm?
beam for use in for creating patterns e Silicone gasket for moisture protection o ReizElectronic LEDdriverconstantcurrent
o Constructioninextrudedanodizedaluminium ¢ Fixtureholdingsystemusingstainlesssteel- integrated, THD<10% PF>0.95
for better heatsink of LED 304 fastening brackets e LEDCRI:85
o Narrow Beam optics of 10° e All hardware is S5-304
i
| L L u ] ]

00 Dart Uno 3W OL DartL5W SDDartDuo5W  OY DartY 5W SQ DartQuad 10w OX Dart X 5W DartA 5W




INTELLIGENT LIGHTING Wall Mounted Outdoor [ ¥/

Window Sill I
21500000201 - 51085 (e A
8W 945Im 3000K = "
o, Cut Off Angle: 20° |
B oy RA
\.&'(J O “a) 160
i3
i Led Color Finish lis
- 100 - C 6000K W White
N 4000K B Black
W' 3000K S Silver
B Blue
F rn
CENY |OI[ LA -s5| jwos
o SurfacemountedLEDluminairewithbnarrow o Silicone gasket for moisture protection. e Allhardware is SS-304
beam to highlight the window sill . )
o Fixture holding system using stainless * Mains supply cable upto 2cx1.5mm
¢ Consturctioninextrudedanodizedaluminumfor steel-304 fastening brackets
better heatsink of LED

o ReizElectronicLED driverconstantcurrent
integrated, THD<10% PF>0.95




INTELLIGENT LIGHTING Wall Mounted Outdoor

Window Edge I

21500000201 510S5
\ 8W 945Im 3000K
Cut Off Angle: 20°

“ Led Color Finish
! C 6000K W White
N 4000K B Black
W' 3000K S Silver
B Blue
CEN/ ||| jp-s5| o
o SurfacemountedLEDIluminairewithbnarrow e Silicone gasket for moisture protection. o Mains supply cable upto 2cx1.5mm?
beamtohighlightthewindowedgenarrowbeam o Fixtureholdingsystemusingstainlesssteel- o ReizElectronicLEDdriverconstantcurrent
o Consturctioninextrudedanodizedaluminumfor 304 fastening brackets integrated, THD<10% PF>0.95
better heatsink of LED o Allhardwareis SS-304 e LEDCRI:85




INTELLIGENT LIGHTING

CE\V 4 .i. IP-65{ [IKO7

e Surfacemountedluminiareuseinentrances,
driveways, walkways, porchesand corridors

o Constructioninextrudedaluminiumand85%
transmittancePMMAOPALdiffuser/toughened
extraclearsafetyglass 3.2mmincorporated

o PolyesterpowdercoatedwithhighUV&corrosion
resistance

01900000112 mm1 500

15W 1275Im 6000K
Cut Off Angle: 15°

01900000212 mm1 500
26W 2158lm 6000K

iummmlmll&I E

apiaai 108

— 150
Led Color Finish
C 6000K W  White
N 4000K B Black
W 3000K S Silver

e Silicone gasket for moisture protection

o Fixtureholdingsystemusingstainlesssteel-304
fastening screws

o Allhardware is SS-304
o ExtrudedaluminiumforbetterheatsinkofLED

Wall Mounted Outdoor | 4]

300-90 i 0
-75 3 75
-60 47 50

51
-45 3350 hs

-30 -15 o 15 30

o Strainreliefcableclampwithterminalblock
e Wire for mains supply cable 3cx1.5mm?

o ReizElectronicLEDdriverconstantcurrent
integrated, THD<10% PF>0.95

e LEDCRI:85
+ Optional dimmable drivervia 0-10V/Dali/
Bluetooth in RGB




INTELLIGENT LIGHTING

V|0

¢ Surfacemountedpoollightformountingonto
concrete surface

ssokg |- 08 1K0g

o Asymmetricallensavailableoptionaltodirect
the light towards bottom of the pool

o Constructiorinnercasinginelectropolished
SS-316 to give long life & top flange in
electropolished in SS-304/55-316

18600000212 = mm
15W 1295Im 6000K
Cut Off Angle: 6°

18600000212 mm

20W 1700Ilm 6000K
Cut Off Angle: 6°

Led Color
C 6000K
N 4000K
W 3000K

m2°
Da-
B6°

¢ Doublesiliconegasketformoisture protection
o RubberHO07RNF cable 3mtrwith cable gland

e Toughenedstepextraclearsafetyglass 12mm
incorporated

o Stainless steel for better heatsink of LED

Wall Mounted Outdoor

0 800 PR

0 800

Finish

W White
B Black
S Silver

o Moisturecontroldevicetoreducemistingonglass
¢ Wire for mains supply cable 2cx1.5mm?

e ReizElectronic LED driver constant current
integrated, THD<10% PF>0.95

e LEDCRI:85,24VDCisremote
» Optional dimmable driver via 0-10V/Dali/
Bluetooth







QOutdoor
INTELLIGENT LIGHTING 1 52

Projector

Beaver Micro [

06703400101 =m0 00
) | 2W 172lm 6000K
> Cut Off Angle : 20°

06703400201 mm 0 00

3W 255Im 6000K
Cut Off Angle : 20°

Led Color [@pties Finish

C 6000K m2° W White
N 4000K 24° B Black
W 3000K B6° S Silver

CET O [ fred [ s

o Compactfloormountedlightasanaccentuating
lightforLEDlampswithanadjustablestirrup

o Constructioninsingle piece electropolish
$S-304/SS-316 for better heatsink

o TopcoveriselectropolishedinSS-304/55-316
to give long life

o Silicone gasket for moisture protection

THE LEELA JAIPUR

Fixture holding system using SS-304/
SS-316 fastening brackets £225°
Toughenedstepextraclearsafetyglass4mmis
flushedwithSStrimtoavoiddirtcontamination
Rubber HO7RNF cable length for
IP-67 = 1mtr, for IP-68 = 2mtr with gland
Additionalcablelengthtobeorderedseparately

Wire for mains supply cable 2cx1.5mm?
IP-68 connector for cable O.D. 6-10mm

ReizenergysavingLEDdriveris.PF>0.95,THD<10%,

Flicker <10%

LEDCRI:85,24VDCis remote
Optional dimmable driver via 0-10V/Dali/Bluetooth




Beamer Milli

INTELLIGENT LIGHTING

CEW®5§§‘|P-68 1 Ko7

CompactfloormountedlightasaspotLED
directional luminaries with an adjustable
Constructioninextrudedaluminiumforbetter
heatsink of LED
TopcoveriselectropolishedinSS-304/55-316
to give long life

All'hardware in SS-304

06903400204 =m0 00

8W 880Im 6000K
Cut Off Angle: 12°

06903400204 mm 0 00

12W 1005Im 6000K
Cut Off Angle: 12°

06903400207 = mm 0 00

15W 1425Im 6000K
Cut Off Angle : 25°

Led Color [Optiés Finish

C 6000K m2° W White
N 4000K 24° B Black
W' 3000K BB6° S Silver

Fixture holding system using SS-304/
SS-316 fastening brackets stirrup 225°
Toughenedstepextraclearsafetyglass8mmis
flushedwithSStrimtoavoiddirtcontamination
Rubber HO7RNF cable length for
IP-67 = 1mtr, for IP-68 = 3mtr with gland
Additionalcablelengthtobeorderedseparately

Outdoor

Projector

Wire for mains supply cable 2cx1.5mm?
IP-68 connector for cable O.D.6-10mm

Reiz Electronic LED driver 24V DC remote,

PF>0.95, THD<10%, Flicker <10%
LED CRI: 85

Optional dimmable driver via 0-10V/Dali/Bluetooth

Doublesiliconegasketformoistureprotection

ITC GRAND BHARAT MANESAR -




REIZ Projector Outdoor

INTELLIGENT LIGHTING

Beamer Mini I

08503400204 =m0 00 25°
12W 1090Im 6000K
Cut Off Angle: 20°

LedColor [Opfies Finish

C 6000K m2° W White
N 4000K 24° B Black
W 3000K BB° S Silver

08503400207 =m0 ' 00
15W 1425Im 6000K

(2

- F Led Color [@pfics Finish
C 6000K m2° W White
N 4000K 24° B Black
W 3000K B6° S Silver

CENY (D> (ML jp-eq| o7

o Compactfloor mounted lightas a spot LED o ExtrudedaluminiumforbetterheatsinkofLED o |P-68 connector for cable O.D.6-10mm
directionalluminaireswithanadjustablestirrup e Fixture holding system using SS-304/ o Reiz Electronic LED driver remote, PF>0.95,

e Construction - inner casing & top flange in SS-316 fastening brackets 225° THD<10%, Flicker <10%
electropolishedSS-304/55-316togivelonglife e Rubber HO7RNF cable length for e LEDCRI:85,24VDCis remote

e Allhardware in SS-304 IP-67 = 1mtr, for IP-68 = 2mtr with gland + Optional dimmable driver via 0-10V/Dali/Bluetooth

o Doublesiliconegasketformoistureprotection ¢ Additionakablelengthtobeorderedseparately

o Toughenedstepextraclearsafetyglass10mmis e Wire for mains supply cable 2cx1.5mm?

flushedwithSStrimtoavoiddirtcontamination




INTELLIGENT LIGHTING

Beamer Maxx IINIEIGNGNGNN

CEW@ %."w-f,g z IKO7|

CompactfloormountedlightasaspotLEDwith
anadjustable

Construction-innercasing &topflangein
ﬂectropolished SS-304/SS-316togivelong

ife

All hardware in SS-304
Doublesiliconegasketformoistureprotection
Toughenedstepextraclearsafetyglass12mmis
flushedwithSStrimtoavoiddirtcontamination

18503400112 mm 0

15W 1280Im 6000K
Cut Off Angle:11°

— 185MAX.

18503400212 mm 0
26W 2230Im 6000K
Cut Off Angle: 12°
Led Color Finish
N 4000K

W' 3000K

X RGB

ExtrudedaluminiumforbetterheatsinkofLED
Fixtureholdingsystemusingstainlesssteel-304/
SS-316 fastening brackets stirrup 225°
Selfresettingthermal protectiondeviceto
protect unit from over heating
N:oisturecontroldevicetoreducemistingon
glass

Rubber HO7RNF cable length for
IP-67 = 1mtr, for IP-68 = 3mtr with gland

C 6000K SS30

00

00

4

Projector Outdoor

Additionalcablelengthtobeorderedseparately
Wire for mains supply cable 3cx1.5mm?
IP-68 connector for cable O.D. 6-10mm

Reiz Electronic LED driver constant current
remote,PF>0.95, THD<10%, Flicker <10%

e LEDCRI:85,24VDC RGB,,

e Optional dimmable driver via 0-10V/Dali/Bluetooth

RGBavailable with DMX Controller

FOUR SEASONS MALDIVES




INTELLIGENT LIGHTING

BeamerTorch NN

IKO7|

CEW L % IP-69 z

o PowerfulSurfacemountedadjustableluminaire
forfocusing pillars & walls

o Construction in die-cast aluminium

o Polyester powder coated with high U.V. &
corrosion resistance

z
=
R
z
=
=
|
j

Projector Outdoor
00105402001 601 500  25°-s0 [ o
30W 2690Im 6000K I g —..
l -60 ;’2'7437 > s0
[\adas\
Led Color Finish as \7[——49 I .
) C 6000K W White N\
N 4000K B Black -3 -1 o 15 30
W 3000K S Silver

Silicone gasket for moisture protection
All hardware is SS-304

HR PVC cable 0.5mtr with cable gland
Strain relief cable clamp

Adjustable luminaires 220°

FOUR SEASONS RESORT MALDIVES

Mains supply cable upto 3cx1.5mm?
ReizElectronic LED driverconstantcurrent
integrated,PF>0.95,THD<10%,Flicker<10%
LED CRI: 85

Also available as a earth spike mount




INTELLIGENT LIGHTING

Beamer Hoody I

—= 140 MAX. =~
~

-

IP-65| [[KO7

€V

[=]

48Kg

e Surface/spike mounted uplighter
for highlighting columns, corner
structures using lamps

« Construction in extruded aluminium

« Polyester powder coated with high U.V.
& corrosion resistance

—62- 01412900801 W1 5

8W 710Ilm 2700K
Cut Off Angle : 40°

01412900204 mm1 5
12W 1090Im 4000K
Cut Off Angle : 40°

Led Color Finish

C 6000K W  White
N 4000K B Black
W' 3000K S Silver

Silicone gasket for moisture protection
Toughened extra clear safe glass 3.2mm
Extruded aluminium for better heatsink of
LED

All hardware is SS-304

Earth mounted spike in corrosion resistant
polycarbonate

Outdoor |15/

Projector

+ Rubber HO7RNF cable 0.5mtr with cable gland
+ Adjustable luminaires 220°, with micro adjustable

at 15°
« Mains supply cable upto 3cx1.5mm?

- LEDCRI:85

'GRAND ROMANIA MOHALI

Reiz Electronic LED driver constant current
integrated,PF>0.95, THD<10%, Flicker <10%



REIZ Projector Outdoorfir

INTELLIGENT LIGHTING

ColorWasher I

: 2 I 22122104336 000 500 9g9°  -90 90
AT AT e e e s 43W 3680Im 6000K 75 75
' Cutoff Angle: 10°
- 3% - -60 565 60
' 8ig
= Led Color Finish -45 1130 45
& C 6000K W White

- N 4000K B Black 0 -1 0 s 30
. W 3000K S Silver

IKO5|

CE\V L ,ﬁi@. IP-65T2|

o Surfacemounteddirectionalluminairesforflood ¢ Constructionindie-cast/extrudedaluminiumfor o Strainreliefcableclampwithterminalblockwith
lightingusinghighpowerl ED/RGBColorEDmixing better heatsink of LED loop in/out connectors
forapplicationssuchashighlightingfountainsponds o Allhardware is SS-304 o Transformersupply cableupto4cx1.5mm?
orfacades o Polyester powder coated with high U.V. & o Quickconnecti EDharnesswithlP-68connector

e ltcanbecontrolledinstandalonemodeorviasingle corrosion resistance integrated for cable 0.D.6-10 mm
color REIZ controllers or via DMX controllers e Silicone gasket for moisture protection o ReizElectronic LEDdriverconstantcurrent

o DMXslavesareintegratedwithinthefixturewithslave ¢ HightemperaturedcoredatacableforDMXloop integrated,PF>0.95,THD<10%,Flicker<10%
address shown digitally in/out e LEDCRI:85

o Adjustablelightangle upto 180°is presetusing o Toughenedsteppedextraclearsafetyglass Optional dimmable driver via 0-10V/Dali/Bluetooth

screws on knuckle joint 8mm




REIZ Projectlor Outdoos’)

INTELLIGENT LIGHTING

22122104336° 000 500
100W 12000Im 5700K
Cut off Angle: 10°

ON REQUEST
22122104336 000 500
150W 18000Im 5700K
Cut off Angle: 10°
22122104336 000 500
200/300W 200W 24000lm 5700K
Cut off Angle: 10°
Led Color Finish
C 6000K B Black
N 4000K S Silver
CE \ly L (| |pss| -] ko7 W 3000K
4-8Kg 180°
e Powerfulsurfacemountedadjustableluminaire * Cold anodised to 25 Micron thickness for
forfocusingtowideareastypciallySports/building corrosionresistence . o Wire for mains supply cable upto 3cx1.5mm2
facades * Strainreliefcableclampwithterminalblock. e ReizenergysavingLEDdriverisintegrated.PF>0.95,
¢ NEMA lens for focussed beam on target. * HightemperaturedcoredatacableforDMXloop THD<10%, Flicker <10%
&onstuctionwithextrudedaluminiummachinedbrass in/out *Availablewithtwenewalwhite/RGBusingDMXcontrol/

& pressed metal sheet Bluetooth




INTELLIGENT LIGHTING

Passage
[
002P4100W24 mm1 300 S T 90
o 50W 6000Im 5700K -75 [\ JJ‘K s
-60 /4:4 60
; \6310
-45 / 8680 45
- 434 = _
. \ =30 =15 o 15 30
&)
000000[000000]| [ =
kvt el
002P4100W24 mm1 300
90W 9600Im 5700K
- 540 -
- [252558] 333821858552
' Led Color Finish
C 6000K W White
N 4000K B Black
W 3000K S Silver
CEW L | (o |r-65| |—¢] Iko7
— [[3.0Kg 220
o Surfacemountedoutdoordirectionallightfor o Silicone gasket for moisture protection o Adjustable luminaires 220°
highlighting, wall washing. « Smallfootprintadjustablemountingbracket e Mains supply cable upto 3cx1.5mm?
o Surfacemountedoutdoor/highbaydirectional e HRPVC cable 0.5mtrwith cable gland o ReizElectronicLEDdriverconstantcurrent
o Luminaire can be suspended also o Strain relief cable clamp integrated,PF>0.95,THD<10%,Flicker<10%
o Smalfootprintadjustablemountingoracket270° e LEDCRI:85

Optional dimmable driver via 0-10V/Dali/Bluetooth




INTELLIGENT LIGHTING

Projector Par I

03700005001325 mm1B 600 E==a=an
50W 110lm/W 5700K

03700008001325 mm1B 600
100W 9600Im 5700K

Led Color Finish
C 6000K W WlhitE
N 4000K B Blac
(€ \|7 1 |Laml{irey 2] ko7 W 3000K S Silver
= |[ 5.8k 220°
o ThebeameroffersHighpowerRGBColorortunable  eltcanbecontrolledinstandalonemodeorviasinglecolor ~ ® Toughened step safety glass 12mm incorporated.
white LED mixing for applications such as REIZ controllers or via DMX controllers. e AllhardwareinSS-304 . .
highlighting stage, fountains & facades. (the slaves are integrated within the fixture). * DoublepowdercoatedwithhighU.V.&corrosionresistance
¢ SurfaceMountedLuminaireforspot/floodlighting e Thedirectionoflightissetusingscrewsontheknuckle — ® Hightemperaturecable4Coredatacable Wirefrommains
using high power LED (1 Watt) joint supply 3Cx1.5mm2. L
o ReizenergysavingLEDdriverisintegrated. THD<10%,

PF>0.95
® Optional dimmable driver via 0-10V/Dali/Bluetooth




REIZ ProjectorI Outdoaor &

INTELLIGENT LIGHTING

2620000207 901 500  gg°-so s0
16W 1510lm 6000K s 3y 75
Cut Off Angle: 52° o
-60 60
345
-45 460 45
=30 =15 ] 15 30
26000000214 901 500
32W 3010Im 6000K
Led Color Finish
' C 6000K W  White
CE\V L || ||p.es -] K07 N 4000K B Black
0.75Kg 135 W 3000K S Silver
o Surfacemountedlowprofiledirectionalluminairefor ¢ PolyesterpowdercoatedwithhighU.V.&corrosion e IP-67 connector for cable O.D.6-10mm
highlighting, wall washing resistance o Wire for mains supply cable 2Cx1.5mm?
e Construction in extruded aluminium o WiringHarnessof1meteror2metercanbeordered e ReizElectronicLEDdriverconstantcurrent
e RubberHO07RMFcable,gasketandpolycarbonate for easy looping of Lights. integrated,PF>0.95,THD<10%,Flicker<10%
diffuserincorporated o Extruded aluminium for better heatsink of LED e LEDCRI: 85

¢ Smallfootprintadjustablemountingbrackettilt0-90°




REIZ

INTELLIGENT LIGHTING

Directrix

~85- 11700000107 = mm1 500
J220¢ 15W 1505Im 6000K

—-90 -
—160 MAX. =

11700000121 mm1 500

~85-
i 20¢ 24w 2250lm 6000K
? % [g)
T
% 11800000115 w1 500 o0 %0
5 % 40W, 3680Ilm RGBW f ™
1 E -60 495 60
% 743
Led Color Finish 45 990 45
C 6000K W White a0 -
CE \V i rn IP-65 7 1K07] N 4000K B Black ®omeeomo
#.5Kg 220 W' 3000K S Silver
o Surfacemountedoutdoordirectionallightfor o WiringHarmessof1meteror2metercanbeordered o WithRGBWoptionDMX4channelslavealong
highlighting, wall washing for easy looping of Lights. withconstantcurrentLEDDriverisintegrated
o Gasket of high temperature silicone o Extrudedaluminiumforbetterheatsinkof LED within the directions
o PolyesterpowdercoatedwithhighU.V.&corrosion e Toughened extra clear safe glass 5mm o ReizElectronicLEDdriverconstantcurrent
resistance o Wire for mains supply cable 3cx1.5mm? integrated,PF>0.95,THD<10%,Flicker<10%
o Smallfootprintadjustablemountingbracket220° o [P-67 connector provided cable O.D.6-10mm e LEDCRI:85

Optional dimmable driver via 0-10V/Dali/Bluetooth




INTELLIGENT LIGHTING

Linear I

&

I

IP-65] IKO7|

o Surfacemountedoutdoorfixed/directionallight
forhighlighting,wallwashing.Linearledgeis
availableonrequestwithwidebeamopticsof
10/100degreesforhighlightingwindowsill.

o Constructioninextrudedaluminiumforbetter
heatsink of LED

ProjectorI Outdom
- 410 - ;y« 17700000207 -1 5DR
i) ofose ; 15W 1380Im 6000K LED CRI: 85
ML Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
= e -z 17600000115 =mm1 5DR
I LedColor Finish
C 6000K W  White
N 4000K B Black
W' 3000K S Silver
~ 70 -~ =*= 17600000114 mm1 5DR
— r' @z 15W 1410Im 6000K LEDCRI:85
I LedColor Finish
C 6000K W  White
N 4000K B Black
W' 3000K S Silver
- 1110 ~ =~u= 17100000121 mm1 5DR -s° — °
— el | 24w 2230Im 6000K LED CRI:85 /2 ™
' &Y Led Color Finish -6 242 o
C 6000K W White 3468
N 4000K B Black us 55 -
W' 3000K S Silver ~
-30 -15 0 15 30

~x= 17600000214 w1
36W 3000Ilm 6000K LED CRI:85

Led Color Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver
= 1o = == 17100000221 mm1 5DR
p 2 £ %= = 46W 4370Im 6000K LED CRI: 85
' 1 LedColor Finish
C 6000K W White
N 4000K B Black
W' 3000K S Silver

o Gasket of high temperature silicone

e Small footprint adjustable mounting

bracket 135°

o WiringHarnessof 1 meteror2metercanbeorderedfor

easy looping of Lights.

5DR

o IP-67connectorprovidedcableQ.D.6-10mm

o Toughenedextraclearsafetyglass3.2mmincorporated

o Wire for mains supply cable 3cx1.5mm?

o ReizElectronic LEDdriverconstantcurrent

integrated,PF>0.95,THD<10%,Flicker<10%
LED CRI: 85

e Optional (RGB/W)
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PATHWAY
LUMINAIRES

A range ol agsthetic and chic designs thal
o wilh g vanety of landscapes| [Jiffused
glow 15 used m accantisate and illummate
puldoar areas. Pliss, there s gn oplion, ol
custormising the lurninaire saEng (L ol
and linish, ———

Bollard 240



REIZ Pathway Outdoor [[F:8

INTELLIGENT LIGHTING

Bollard Slim 360 I

09713800204 001 500
9W 890Im 6000K

' Optics:180°

Led Color Finish

C 6000K W White ON REQUEST
- . N 4000K B Black
W' 3000K S Silver
L | ]
CENE/ | L |[ M jp.ss| ko
o Floomountedbollardprovidessoftdiffusedlight o Polyester powder coated with high U.V. & e Allhardware is SS-304
withonesidedwashwithlightoutput180degree corrosion resistance e Mains supply cable upto 3cx1.5mm?
for use in pathways o Silicone gasket for moisture protection ¢ IP-67connectorprovidedcableO.D.6-10mm
e Constructioninextrudedaluminium,diecast e ExtrudedaluminiumforbetterheatsinkofLED e ReizElectronicLEDdriverconstantcurrent
aluminiumand hightransmittance PMMA o Stainlesssteel 304 anchoragefastenersfor integrated,PF>0.95,THD<10%,Flicker<10%
diffuser concrete mounting e LEDCRI: 85

ITC GRAND BHARAT MANESAR




REIZ Pathway Outdoor 5N

INTELLIGENT LIGHTING

Bollard 360 I

0970280R524 001 500
oW 990Im ON REQUEST

- 150 =

09702800115 001 500

[ T10 110

, 15W 1650Im
:
8 Led Color Finish
< C 6500K Z Bronze
N 4000K B Black
) 3 3000K S Silver
W 2700K G Green
CENY/| L ||l o5 ko7
4.5 Kg
+ Floor mounted bollard provides a symmetrical . Silicone gasket for moisture protection . Allhardware is SS-304
light all around the bollard upto a diameter of
approx. 10 meter + Extuded aluminium used for better heat . Strain relief cable clamp with terminal block
sink of LED
. Const'ru.ction in extruded.aluminium, die;ast « Wire from mains up to 3 cores x 1.5mm2.
aluminium. pressed stainless steel & high + Stainless steel 304 anchorage fasteners for
transmittance PMMA pipe concrete mounting - Reiz Electronic LED driver constant current
. . integrated, PF>0.95, THD<10%, Flicker <10%
+ Polyester powder coated with high U.V. & - Optional Dimmable for Brightness Control
corrosion resistance with REIZ Driver - LEDCRI:85/90

SELECT CITY MALL_L\IEW DELHMI



REIZ Pathway Outdoor 1740

INTELLIGENT LIGHTING

Bollard Oval .

= 185 = -85~ 09702300208 001 500 180° - 0p0 90
—| ! 9W 780Im 6000K -75 q. 75
Optics :360°
’ -60 8¢. 60
~525 120
-45 160 45
== ! L.l -30 -15 0 15 30
- 168 - 115
- 185 - - 65~
—| ! 09802301500 001 500
15W 780Im 6000K
i Optics :360°
1 L.l
- 168 = =115
Led Color Finish
(€ \V L (Lo | (o5 ko7 C 6000K W White
2.0Kg N 4000K B Black
W' 3000K S Silver
¢ Floomountedbollardprovidessoftdiffusedlight e Optional 180 and 360 available o ExtrudedaluminiumforbetterheatsinkofLED
to foliage and pathway o Polyester powder coated with high U.V. & o |P-67connectorprovidedcableO.D.6-10mm
e Constructioninextrudedaluminium,diecast corrosion resistance e ReizElectronicLEDdriverconstantcurrent
aluminiumand high transmittance PMMA o Stainlesssteel 304anchoragefastenersfor integrated,PF>0.95,THD<10%,Flicker<10%
diffuser concrete mounting e LEDCRI:85

0T OO LTI TTN AN L It L
O A T T TR o I T T TR 1T
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A




INTELLIGENT LIGHTING

Bollard Smile I

=150~

CEW - —9%-( IP-65| IKO7

o Floormountedbollardwithonesidedwashlight
output180degreeforuseinpathwaysortohighlight
facades

o Constructioninaluminiumandhightransmittance
PMMA

o PolyesterpowdercoatedwithhighU.V.&corrosion
resistance

09714000209 001 500
9W 810Ilm 6000K
Optics:180°

~500

09714000209 001 500
15W 1350lm 6000K

Optics:180°

Led Color Finish

C 6000K W White
N 4000K B Black
W 3000K S Silver

Silicone gasket for moisture protection
ExtrudedaluminiumforbetterheatsinkofLED
Stainless steel304anchoragefastenersfor
concrete mounting

Reflector Al. 99.9% silver bright anodized
All hardware is SS-304

Pathway Outdoor
78° -90
-75 7
—6o 355
583
-45 710

-30 -15 0 15 30

o Wire for mains supply cable 3cx1.5mm?
o |P-67connectorprovidedcableO.D.6-10mm
o ReizElectronicLED driverconstantcurrent

integrated,PF>0.95,THD<10%,Flicker<10%
e LEDCRI: 85




INTELLIGENT LIGHTING

Pathway Disc

09714100209 451 500
8W 880Im 6000K
Height:500mm

-

Led Color Finish
C 6000K W White

: N 4000K B Black
28 W 3000K S Silver
]
170
|l

1
150
T
7

CENY/| L || p-ss o7

o Floor mounted pathway disc provides a o Wireformainssupplycableupto2cx1.5mm2.
symmetrical lightallaround the pathway. » ApprovedReizenergysavingelectronicLED

e ExtrudedaluminiumforbetterheatsinkoflLED. safety driver (BIS no. R-91000078)

o Powdercoated withhigh U.V.&corrosion e Reizenergysaving LEDdriverisintegrated

resistancer. THD<10% PF>0.95% surge >3kv

Pathway Outdoor

ON REQUEST

o Activeconstantcurrentforuniformbrightness.

¢ Optionaldimmabledrivervia0-10V/Dali/
Bluetooth.

® High CRILEDS >80



INTELLIGENT LIGHTING

Outdoor|

Pathway

Mushroom

i e 09717501501 001 500 180° -s0

16W 1210lm 6000K s [
Cut Off Angle:45° Optics:180°

.

~500

Led Color Finish a5
C 6000K W White
' N 4000K B Black
W' 3000K S Silver
L u
CEW L %IKO? IP-65
o Themushroomgivesextremelywide&even Silicone gasket for moisture protection o Mains supply cable upto 3cx1.5mm?

lightpatternallowsthefixturetobeplacednear
pathways & gardens, to highlight foliage
Construction in extruded aluminium
Polyester powder coated with high U.V. &
corrosion resistance

Toughenedextraclearpolycarbonate3.2mm
ExtrudedaluminiumforbetterheatsinkofLED
Stainless steel 304 anchoragefastenersfor
concrete mounting

All hardware is SS-304

IP-67connectorprovidedcableO.D.6-10mm
ReizElectronic LED driverconstantcurrent
integrated,PF>0.95,THD<10%,Flicker<10%
LEDCRI: 85




SELECT MALL- SAKET DELHI




EOLF TOP
LUMINAIRES

Pole Top Lumindires can highlight wide
eWwash areg om: geught of 3 mir G
They are manufuctyred using High Quality
Polyster Carbonating for High Visibility.



INTELLIGENT LIGHTING

Wayfarer

IP-65| [IKO9,

PolemountedLEDstreetlightwithasymmetric
lightdistribution with over 90% efficiency
Themainbodyinhighconductivealuminium
extensionisdesignedforselfcleaningability
Consltructioni nextrudedaluminiumgstainless
stee

Polyester powder coated with high U.V. &
corrosion resistance

- 23100001000 001S600
<102 15W 1650 Im 6000K
: CutOff Angle:15°

23100001500 001S600
25W 2800 Im 6000K
Cut Off Angle:15°

23100002500 001S600
R 50W 5600 Im 6000K
102 Cut Off Angle: 10°

! 23100005000 001S600
100W 11300 Im 6000K
Cut Off Angle: 10°

Led Color Finish
N C 6000K W White
3 N 4000K B Black
W' 3000K S Silver

Silicone gasket for moisture protection
Toughened extra clear safe glass 4mm
All hardware is SS-304
Moluntingsystemcanhandle@SOor®60mm
pole

Mains supply cable upto 3cx1.5mm?
Input voltage regulation from 150VAC to
350VAC

Pole Top Outdoor [

-90 90
-75 3 75
-60 241 60
3915
-45 5220 45
=30 -15 0 15 30

EasyreplacementofLEDdrivervialP-67connector
for cable O.D.6-12mm

Reiz Electronic LED driver constant current
integrated, PF>0.95, THD<10%, Flicker <10%
IP67

Shurge protection upto 10kv

HO7 RNF rubber cable 3cx1.0mm sq.

LED CRI: 85
Optional dimmable driver via 0-10V/Dali/ Bluetooth




REIZ Pole Top Outdoor

INTELLIGENT LIGHTING

L Bollard I

18002736W12 1 451S500

W 31501 K
Length:2600mm- ON REQUEST

- 57 = ==

[C—n

-— g -—

18002705000 251S500
50W 4375Im 6000K

5 ﬂ Length:2600mm
T K‘;}
Led Color Finish
. C 6000K W White
vl N 4000K B Black
W' 3000K S Silver
CE v L _é_‘ IP-65|[IK09
12Kg
¢ PolemountedLEDstreetlightwithasymmetric Silicone gasket for moisture protection e Mains supply cable upto 3cx1.5mm?

lightdistribution with over 90%efficiency Toughened extra clear safe glass 4mm

IP-67connectorprovidedcableQ.D.6-10mm

¢ Themainbodyaredesignedforselfcleaning All hardware is SS-304 o ReizElectronicLEDdriverconstantcurrent
ability Mounting system canhandle @750r@100 integrated,PF>0.95,THD<10%,Flicker<10%
o Constructioninextrudedaluminium@mildsteel pole e LEDCRI: 85
pole o Adjustable luminaire +25°

Polyester powder coated with high U.V. &
corrosion resistance

PRAKRITI SCHOOL




INTELLIGENT LIGHTING

PoleTop Lantern I

— e -

QA=

L

IKO7|

IP-65

Pole mounted LED street light with soft
downwardlightdistributiontocoverawidearea
in360Degreeasymmetridightdistributionwith
over 90% efficiency
Themainbodyaredesignedforselfcleaning
ability
CorIIStructioninextmdedaluminiurr&nildsteel
pole

099126024093001Z500
20W 1856Im 6000K
Cut Off Angle: 10°

099126030093001Z500
30W 2734Ilm 6000K
Cut Off Angle: 10°

099126050093001Z500
40W 3645Im 6000K
Cut Off Angle: 10°

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

Polyester powder coated with high U.V. &
corrosion resistance

Silicone gasket for moisture protection
Toughened extra clear safe glass 4mm
StrainReliefcableclampwithterminalblock
LampHolderCarrierinextrudedaluminiumfor
better heatsink of LED

=

80°

Pole Top Outdoor| 4]
-90
=75
-60 560
840
-45 1120

-15 [ 15 30

Wire from Mains supply cable upto
3coreX1.5mm2 (8-10mm OD)
ReizElectronic LED driverconstantcurrent
integrated,PF>0.95,THD<10%,Flicker<10%
LED consistent to 4 macadam ellipse.
Pole can be ordered separately.

LED CRI: 85

90

75

60

45




Pole Top Outdoor
INTELLIGENT LIGHTING
PoleTop Dome NN

09702800115 0018500 81° -*° \/‘L/J l %
20W 1856lm 6000K 25 % s
Cut Off Angle :30° fs’ 5

Led Color Finish -60 Lo 60

C 6000K W White /7840 \

N 4000K B Black a5 1120 \ a5
W 3000K S Silver LT

09702800030  001S500
30W 2694lm 6000K
Cut Off Angle: 10°

Led Color Finish

C 6000K W White
N 4000K B Black
W' 3000K S Silver

€[+

IP-65| I[KO7

35.00Kg

Pole mounted LED street light with soft
downwardlightdistributiontocoverawidearea
in360Degreeasymmetridightdistributionwith
over 90% efficiency
Themainbodyaredesignedforselfcleaning
ability
Co?structioninextrudedaluminiurnSmiIdsteeI
pole

Polyester powder coated with high U.V. &
corrosion resistance

Silicone gasket for moisture protection
Toughened extra clear safe glass 4mm
StrainReliefcableclampwithterminalblock
LampHolderCarrierinextrudedaluminiumfor
better heatsink of LED

Wire from Mains supply cable upto
3coreX1.5mm2 (8-10mm OD)
ReizElectronic LED driver constant current
integrated,PF>0.95,THD<10%,Flicker<10%
LED consistent to 4 macadam ellipse.
LED CRI: 85




